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Bid 662-9465
Steep Slope Re-Roofing and Repair Projets (Re-Bid) - Project 

16059-B

Bid Number   662-9465 

Bid Title   Steep Slope Re-Roofing and Repair Projets (Re-Bid) - Project 16059-B 

 

Bid Start Date In Held

Bid End Date May 24, 2006 2:00:00 PM EDT

 

Bid Contact   Rick Andrews 

 Procurement Specialist II 

 Procurement 

 954-828-4357 

 Randrews@fortlauderdale.gov 

 

Contract Duration   2 years 

Contract Renewal   3 annual renewals   

Prices Good for   90 days 

 

Bid Comments The City of Fort Lauderdale is actively seeking bids from qualified Contractors to furnish 
all labor, material, equipment, licenses, bonds, permits and incidentals to perform the 
Steep Slope Re-Roofing and Repair Projects (Re-Bid), Project 16059-B for the City of 
Fort Lauderdale Public Works Department in full accordance with the specifications, 
terms, and conditions contained in this Invitation To Bid (ITB).

Item Response Form
 

Item    662-9465-1-01 - ITEM 1: Item 1 (A)

Quantity   1 lump sum

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1 

Description
Prior to any other work at the site, remove the asbestos containg material using licensed asbestos containg abatement 
Contractor in accordance with the asbestos test laboatory survey report recommendations. 

Please enter an allowance amount of $20,000 in the unit price field for this item. 
 

Item    662-9465-1-02 - ITEM 1: Item 1 (B)

Quantity   1 lump sum

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
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100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1 

Description
Provide an ALLOWANCE for additional areas not contained in the ACM report. Payment shall be based on actual 
receipts. 

Please enter an allowance amount of $8,000 in the unit price field for this item. 

Item    662-9465-2-01 - ITEM 2 (A) Asphalt Shingles: : a) Small Roof Repair Area: 

Lot Description  
Furnish all materials, labor, and equipment for existing roof tear-off, down to 
substrate. This item also includes all disposal costs 

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    662-9465-2-02 - ITEM 2 (A) Asphalt Shingles: : b) Medium to Large Roof Repair Area

Lot Description  
Furnish all materials, labor, and equipment for existing roof tear-off, down to 
substrate. This item also includes all disposal costs 

Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    662-9465-3-01 - ITEM 2 (B) Concrete/Clay Tile: a) Small Roof Repair Area: 

Lot Description  
Furnish all materials, labor, and equipment for existing roof tear-off, down to 
substrate. This item also includes all disposal costs.  

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F.. 
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Approximately: (3) Locations 
 

Item    
662-9465-3-02 - ITEM 2 (B) Concrete/Clay Tile: b) Medium to Large Roof Repair 
Area

Lot Description  
Furnish all materials, labor, and equipment for existing roof tear-off, down to 
substrate. This item also includes all disposal costs.  

Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    662-9465-4-01 - ITEM 2 (C) Standing Seam Metal Roof: a) Small Roof Repair Area: 

Lot Description  
Furnish all materials, labor, and equipment for existing roof tear-off, down to 
substrate. This item also includes all disposal costs.  

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F.. 
Approximately: (3) Locations 
 

Item    
662-9465-4-02 - ITEM 2 (C) Standing Seam Metal Roof: b) Medium to Large Roof 
Repair Area

Lot Description  
Furnish all materials, labor, and equipment for existing roof tear-off, down to 
substrate. This item also includes all disposal costs.  

Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 
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Item    662-9465-5-01 - ITEM 2 (D) Metal Shingles: a) Small Roof Repair Area: 

Lot Description  
Furnish all materials, labor, and equipment for existing roof tear-off, down to 
substrate. This item also includes all disposal costs.  

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    662-9465-5-02 - ITEM 2 (D) Metal Shingles: b) Medium to Large Roof Repair Area

Lot Description  
Furnish all materials, labor, and equipment for existing roof tear-off, down to 
substrate. This item also includes all disposal costs.  

Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    662-9465-6-01 - ITEM 3 (A) 5/8-inch CDX Plywood:: a) Small Roof Repair Area

Lot Description  
Furnish all materials, labor, and equipment for the replacement of deteriorated wood 
substrates.  

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    
662-9465-6-02 - ITEM 3 (A) 5/8-inch CDX Plywood:: b) Medium to Large Roof Repair 
Area

Lot Description  
Furnish all materials, labor, and equipment for the replacement of deteriorated wood 
substrates.  

Quantity   2000 square foot
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Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    
662-9465-7-01 - ITEM 3 (B) 2-inches x 6-inches T&G Wood (Fir):: a) Small Roof 
Repair Area: 

Lot Description  
Furnish all materials, labor, and equipment for the replacement of deteriorated wood 
substrates.  

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    
662-9465-7-02 - ITEM 3 (B) 2-inches x 6-inches T&G Wood (Fir):: b) Medium to 
Large Roof Repair Area

Lot Description  
Furnish all materials, labor, and equipment for the replacement of deteriorated wood 
substrates.  

Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    662-9465-8-01 - ITEM 4 (A) 6 Mil Polyethylene Sheet:: a) Small Roof Repair Area: 

Lot Description  Furnish all materials, labor, and equipment to install the underlayment materials.  

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301
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 Qty 1500 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    
662-9465-8-02 - ITEM 4 (A) 6 Mil Polyethylene Sheet:: b) Medium to Large Roof 
Repair Area

Lot Description  Furnish all materials, labor, and equipment to install the underlayment materials.  

Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    
662-9465-9-01 - ITEM 4 (B) 30 Lbs. Felts saturated, organic:: a) Small Roof Repair 
Area: 

Lot Description  Furnish all materials, labor, and equipment to install the underlayment materials.  

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    
662-9465-9-02 - ITEM 4 (B) 30 Lbs. Felts saturated, organic:: b) Medium to Large 
Roof Repair Area

Lot Description  Furnish all materials, labor, and equipment to install the underlayment materials.  

Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 
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Item    
662-9465-10-01 - ITEM 4 (C) Self-Adhering underlayment granular face sheet, 55 
Mils, fiberglass mat reinforced and SBS asphalt:: a) Small Roof Repair Area: 

Lot Description  Furnish all materials, labor, and equipment to install the underlayment materials.  

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    
662-9465-10-02 - ITEM 4 (C) Self-Adhering underlayment granular face sheet, 55 
Mils, fiberglass mat reinforced and SBS asphalt:: b) Medium to Large Roof Repair 
Area

Lot Description  Furnish all materials, labor, and equipment to install the underlayment materials.  

Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    
662-9465-11-01 - ITEM 4 (D) Self-Adhering underlayment polyethylene sheet, 40 
Mils, slip resisting polythene film.: a) Small Roof Repair Area: 

Lot Description  Furnish all materials, labor, and equipment to install the underlayment materials.  

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    
662-9465-11-02 - ITEM 4 (D) Self-Adhering underlayment polyethylene sheet, 40 
Mils, slip resisting polythene film.: b) Medium to Large Roof Repair Area

Lot Description  Furnish all materials, labor, and equipment to install the underlayment materials.  
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Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    
662-9465-12-01 - ITEM 4 (E) Self-Adhering sheet underlayment, high temperature 
sheet, 40 Mils, with slip resisting polyethylene top surface laminated to SBS modified 
asphalt adhesive: : a) Small Roof Repair Area: 

Lot Description  Furnish all materials, labor, and equipment to install the underlayment materials. 

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    
662-9465-12-02 - ITEM 4 (E) Self-Adhering sheet underlayment, high temperature 
sheet, 40 Mils, with slip resisting polyethylene top surface laminated to SBS modified 
asphalt adhesive: : b) Medium to Large Roof Repair Area

Lot Description  Furnish all materials, labor, and equipment to install the underlayment materials. 

Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    
662-9465-13-01 - ITEM 4 (F) Slip sheet building paper, 5 lbs.,/100 S.F., rosin sized : 
a) Small Roof Repair Area: 

Lot Description  Furnish all materials, labor, and equipment to install the underlayment materials.  

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
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 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    
662-9465-13-02 - ITEM 4 (F) Slip sheet building paper, 5 lbs.,/100 S.F., rosin sized : 
b) Medium to Large Roof Repair Area

Lot Description  Furnish all materials, labor, and equipment to install the underlayment materials.  

Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    662-9465-14-01 - ITEM 5 (A) 2 x 4 : a) Small Roof Repair Area: 

Lot Description  Furnish all materials, labor, and equipment to install pressure treated blocking.  

Quantity   100 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 100 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    662-9465-14-02 - ITEM 5 (A) 2 x 4 : b) Medium to Large Roof Repair Area 

Lot Description  Furnish all materials, labor, and equipment to install pressure treated blocking.  

Quantity   300 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 300 

Description
501 S.F. and Up 
Approximately: (2) Locations 
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Item    662-9465-15-01 - ITEM 5 (B) 2 x 6 : a) Small Roof Repair Area: 

Lot Description  Furnish all materials, labor, and equipment to install pressure treated blocking.  

Quantity   100 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 100 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    662-9465-15-02 - ITEM 5 (B) 2 x 6 : b) Medium to Large Roof Repair Area 

Lot Description  Furnish all materials, labor, and equipment to install pressure treated blocking.  

Quantity   300 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 300 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    662-9465-16-01 - ITEM 5 (C) 2 x 8 : a) Small Roof Repair Area: 

Lot Description  Furnish all materials, labor, and equipment to install pressure treated blocking.  

Quantity   100 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 100 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    662-9465-16-02 - ITEM 5 (C) 2 x 8 : b) Medium to Large Roof Repair Area 

Lot Description  Furnish all materials, labor, and equipment to install pressure treated blocking.  

Quantity   300 linear foot

Unit Price   

Delivery Location         
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City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 300 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    
662-9465-17-01 - ITEM 6 (A) 24 Gauge Stainless Steel Drip Edge – 4-inch Profile: a) 
Small Roof Repair Area

Lot Description  Furnish all materials, labor, and equipment to install sheet metal flashings and trim.  

Quantity   100 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 100 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    
662-9465-17-02 - ITEM 6 (A) 24 Gauge Stainless Steel Drip Edge – 4-inch Profile: b) 
Medium to Large Roof Repair Area 

Lot Description  Furnish all materials, labor, and equipment to install sheet metal flashings and trim.  

Quantity   300 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 300 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    
662-9465-18-01 - ITEM 6 (B) 24 Gauge Galvanized Steel Drip Edge – 4-inch Profile: 
a) Small Roof Repair Area: 

Lot Description  Furnish all materials, labor, and equipment to install sheet metal flashings and trim.  

Quantity   100 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 100 

Description
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0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    
662-9465-18-02 - ITEM 6 (B) 24 Gauge Galvanized Steel Drip Edge – 4-inch Profile: 
b) Medium to Large Roof Repair Area 

Lot Description  Furnish all materials, labor, and equipment to install sheet metal flashings and trim.  

Quantity   300 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 300 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    
662-9465-19-01 - ITEM 7 (A) 6-inch x 6-inch 24 Gauge Galvanized Steel Gutter: a) 
Small Roof Repair Area: 

Lot Description  Furnish all materials, labor, and equipment to install metal gutter.  

Quantity   100 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 100 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    
662-9465-19-02 - ITEM 7 (A) 6-inch x 6-inch 24 Gauge Galvanized Steel Gutter: b) 
Medium to Large Roof Repair Area 

Lot Description  Furnish all materials, labor, and equipment to install metal gutter.  

Quantity   300 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 300 

Description
501 S.F. and Up 
Approximately: (2) Locations 
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Item    
662-9465-20-01 - ITEM 7 (B) 6-inch x 6-inch Aluminum Gutter: a) Small Roof Repair 
Area: 

Lot Description  Furnish all materials, labor, and equipment to install metal gutter.  

Quantity   100 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 100 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    
662-9465-20-02 - ITEM 7 (B) 6-inch x 6-inch Aluminum Gutter: b) Medium to Large 
Roof Repair Area 

Lot Description  Furnish all materials, labor, and equipment to install metal gutter.  

Quantity   300 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 300 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    662-9465-21-01 - ITEM 8 : a) Small Roof Repair Area

Lot Description  
Furnish all materials, labor, and equipment to install rigid standard ridge vent, high 
density poly propylene or UV-stabilized plastic.  

Quantity   100 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 100 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    662-9465-21-02 - ITEM 8 : b) Medium to Large Roof Repair Area 

Lot Description  
Furnish all materials, labor, and equipment to install rigid standard ridge vent, high 
density poly propylene or UV-stabilized plastic.  

Quantity   300 linear foot

Unit Price   
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Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 300 

Description
501 S.F. and Up. 
Approximately: (2) Locations 
 

Item    662-9465-22-01 - ITEM 9: a) Small Roof Repair Area

Lot Description  
Furnish all materials, labor, and equipment to install glass fiber reinforced asphalt 
shingles, mineral-granular surfaced self-sealing.  

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    662-9465-22-02 - ITEM 9: b) Medium to Large Roof Repair Area

Lot Description  
Furnish all materials, labor, and equipment to install glass fiber reinforced asphalt 
shingles, mineral-granular surfaced self-sealing.  

Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up. 
Approximately: (2) Locations 
 

Item    662-9465-23-01 - ITEM 10: a) Small Roof Repair Area: 

Lot Description  
Furnish all materials, labor, and equipment to install 20 oz. Copper shingles 34-
inches x 12-inches, 2 clips per panel.  

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
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0 S.F. - 500 S.F.. 
Approximately: (3) Locations 
 

Item    662-9465-23-02 - ITEM 10: b) Medium to Large Roof Repair Area

Lot Description  
Furnish all materials, labor, and equipment to install 20 oz. Copper shingles 34-
inches x 12-inches, 2 clips per panel.  

Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up. 
Approximately: (2) Locations 
 

Item    662-9465-24-01 - ITEM 11 (A) Standing Seam: a) Small Roof Repair Area: 

Lot Description  
Furnish all materials, labor, and equipment to install galvanized steel sheet, .0276 
inch with siliconized polyester coating. 

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    662-9465-24-02 - ITEM 11 (A) Standing Seam: b) Medium to Large Roof Repair Area

Lot Description  
Furnish all materials, labor, and equipment to install galvanized steel sheet, .0276 
inch with siliconized polyester coating. 

Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 
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Item    662-9465-25-01 - ITEM 11 (B) Batten Seam: a) Small Roof Repair Area: 

Lot Description  
Furnish all materials, labor, and equipment to install galvanized steel sheet, .0276 
inch with siliconized polyester coating. 

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    662-9465-25-02 - ITEM 11 (B) Batten Seam: b) Medium to Large Roof Repair Area

Lot Description  
Furnish all materials, labor, and equipment to install galvanized steel sheet, .0276 
inch with siliconized polyester coating. 

Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    662-9465-26-01 - ITEM 12 (A) Standing Seam: a) Small Roof Repair Area: 

Lot Description  
Furnish all materials, labor, and equipment to install aluminum sheet, coil coated 
alloy, .040 inch with siliconized polyester coating.  

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    662-9465-26-02 - ITEM 12 (A) Standing Seam: b) Medium to Large Roof Repair Area

Lot Description  
Furnish all materials, labor, and equipment to install aluminum sheet, coil coated 
alloy, .040 inch with siliconized polyester coating.  

Quantity   2000 square foot

Unit Price   
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Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    662-9465-27-01 - ITEM 12 (B) Batten Seam: a) Small Roof Repair Area: 

Lot Description  
Furnish all materials, labor, and equipment to install aluminum sheet, coil coated 
alloy, .040 inch with siliconized polyester coating.  

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    662-9465-27-02 - ITEM 12 (B) Batten Seam: b) Medium to Large Roof Repair Area

Lot Description  
Furnish all materials, labor, and equipment to install aluminum sheet, coil coated 
alloy, .040 inch with siliconized polyester coating.  

Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    662-9465-28-01 - ITEM 13 (A) Spanish "S" Tile: a) Small Roof Repair Area: 

Lot Description  Furnish all materials, labor, and equipment to install clay roof tile.  

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F. 
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Approximately: (3) Locations 
 

Item    
662-9465-28-02 - ITEM 13 (A) Spanish "S" Tile: b) Medium to Large Roof Repair 
Area

Lot Description  Furnish all materials, labor, and equipment to install clay roof tile.  

Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    662-9465-29-01 - ITEM 13 (B) Barrel Tile: a) Small Roof Repair Area: 

Lot Description  Furnish all materials, labor, and equipment to install clay roof tile.  

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    662-9465-29-02 - ITEM 13 (B) Barrel Tile: b) Medium to Large Roof Repair Area

Lot Description  Furnish all materials, labor, and equipment to install clay roof tile.  

Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    
662-9465-30-01 - ITEM 14 (A) 24 Gauge Galvanized Steel : a) Small Roof Repair 
Area: 

Lot Description  Furnish all materials, labor, and equipment to install 4" diameter leader.  
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Quantity   100 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 100 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    
662-9465-30-02 - ITEM 14 (A) 24 Gauge Galvanized Steel : b) Medium to Large Roof 
Repair Area 

Lot Description  Furnish all materials, labor, and equipment to install 4" diameter leader.  

Quantity   300 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 300 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    662-9465-31-01 - ITEM 14 (B) Anodized Aluminum: a) Small Roof Repair Area: 

Lot Description  Furnish all materials, labor, and equipment to install 4" diameter leader.  

Quantity   100 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 100 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    
662-9465-31-02 - ITEM 14 (B) Anodized Aluminum: b) Medium to Large Roof Repair 
Area 

Lot Description  Furnish all materials, labor, and equipment to install 4" diameter leader.  

Quantity   300 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301
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 Qty 300 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    662-9465-32-01 - ITEM 14 (C) 24 Gauge Stainless Steel : a) Small Roof Repair Area: 

Lot Description  Furnish all materials, labor, and equipment to install 4" diameter leader.  

Quantity   100 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 100 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    
662-9465-32-02 - ITEM 14 (C) 24 Gauge Stainless Steel : b) Medium to Large Roof 
Repair Area 

Lot Description  Furnish all materials, labor, and equipment to install 4" diameter leader.  

Quantity   300 linear foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 300 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    662-9465-33-01 - ITEM 15 (A) Spanish "S" Tile: a) Small Roof Repair Area: 

Lot Description  Furnish all materials, labor, and equipment to install concrete roof tile.  

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
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Item    
662-9465-33-02 - ITEM 15 (A) Spanish "S" Tile: b) Medium to Large Roof Repair 
Area

Lot Description  Furnish all materials, labor, and equipment to install concrete roof tile.  

Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 
 

Item    662-9465-34-01 - ITEM 15 (B) Flat Shingle: a) Small Roof Repair Area: 

Lot Description  Furnish all materials, labor, and equipment to install concrete roof tile.  

Quantity   1500 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1500 

Description
0 S.F. - 500 S.F. 
Approximately: (3) Locations 
 

Item    662-9465-34-02 - ITEM 15 (B) Flat Shingle: b) Medium to Large Roof Repair Area

Lot Description  Furnish all materials, labor, and equipment to install concrete roof tile.  

Quantity   2000 square foot

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 2000 

Description
501 S.F. and Up 
Approximately: (2) Locations 

 

Item    
662-9465-35-01 - ITEM 16 (A) Supervisor (Labor price should be included in your bid 
for items indicated): Regular Rate 

Lot Description  
The following time costs are for emergency work only as authorized by the City of 
Fort Lauderdale: 

Quantity   500 hour

Unit Price   
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Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 500 

Description
Approximately: 500 Hours 

Item    
662-9465-35-02 - ITEM 16 (A) Supervisor (Labor price should be included in your bid 
for items indicated): Overtime Rate 

Lot Description  
The following time costs are for emergency work only as authorized by the City of 
Fort Lauderdale: 

Quantity   200 hour

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 200 

Description
Approximately: 200 Hours 

Item    
662-9465-36-01 - ITEM 16 (B) Journeyman (Labor price should be included in your 
bid for items indicated): Regular Rate 

Lot Description  
The following time costs are for emergency work only as authorized by the City of 
Fort Lauderdale: 

Quantity   500 hour

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 500 

Description
Approximately: 500 Hours 

Item    
662-9465-36-02 - ITEM 16 (B) Journeyman (Labor price should be included in your 
bid for items indicated): Overtime Rate 

Lot Description  
The following time costs are for emergency work only as authorized by the City of 
Fort Lauderdale: 

Quantity   200 hour

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 200 

Description
Approximately: 200 Hours 
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Item    
662-9465-37-01 - ITEM 16 (C) Roofer’s Helper (Labor price should be included in 
your bid for items indicated): Regular Rate 

Lot Description  
The following time costs are for emergency work only as authorized by the City of 
Fort Lauderdale: 

Quantity   500 hour

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 500 

Description
Approximately: 500 Hours 

Item    
662-9465-37-02 - ITEM 16 (C) Roofer’s Helper (Labor price should be included in 
your bid for items indicated): Overtime Rate 

Lot Description  
The following time costs are for emergency work only as authorized by the City of 
Fort Lauderdale: 

Quantity   200 hour

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 200 

Description
Approximately: 200 Hours 

Item    662-9465-38-01 - ITEM 17: Provide percent markup

Lot Description  

Supplies not listed or included elsewhere MAY be purchased under this contract on a 
strictly COST-PLUS arrangement only. Documentation of vendor cost must be 
provided with written (City) estimates. Provide percent markup. City staff estimates 
approximately $25,000 worth of this type of material will be required per year.  

Quantity   1 each

Percentage   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1 

Description
Supplies not listed or included elsewhere MAY be purchased under this contract on a strictly COST-PLUS arrangement 
only. Documentation of vendor cost must be provided with written (City) estimates. Provide percent markup. City staff 
estimates approximately $25,000 worth of this type of material will be required per year.  

Item    662-9465-38-02 - ITEM 17: COST-PLUS pricing

Lot Description  

Supplies not listed or included elsewhere MAY be purchased under this contract on a 
strictly COST-PLUS arrangement only. Documentation of vendor cost must be 
provided with written (City) estimates. Provide percent markup. City staff estimates 
approximately $25,000 worth of this type of material will be required per year.  
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Quantity   1 lump sum

Unit Price   

Delivery Location         City of Fort Lauderdale  
 City of Fort Lauderdale
100 N. Andrews Ave.
Ft. Lauderdale FL  33301

 Qty 1 

Description
Please enter a price of $25,000 x % markup in the unit price field for this item. 
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CS/rp/P16059-B Rebid/2 

NOTICE TO CONTRACTORS 
 
 
Sealed bids will be received until 2:00 P.M. on WEDNESDAY, MAY 24, 2006 in the Office of the 
Department of Procurement Services, City Hall, 100 North Andrews Avenue, 6th Floor, Room 
619, City of Fort Lauderdale, Florida 33301 and opened immediately thereafter in the 
Conference Room, for PROJECT 16059-B REBID, INVITATION TO BID 662-9465, "STEEP 
SLOPE RE-ROOFING AND REPAIR PROJECTS". 
 
Bids MAY be submitted electronically through RFP Depot, www.rfpdepot.com, if desired. Refer to 
INSTRUCTION TO BIDDERS herein.  
 
This project consists of the project booklet only. 
 
The work includes steep slope re-roofing and repair roof unit prices.  The term of this contract award 
is two (2) years with up to three (3) one (1) year extensions.   
 
Bidding blanks may be obtained at the Office of the City Engineer.  Plans and specifications are on file 
in the Office of the City Engineer. 
 
It will be the sole responsibility of the bidder to clearly mark bid as such, and ensure that his bid 
reaches the City prior to the bid opening date and time listed. 
 
A certified check, cashier's check, bank officer's check or bid bond for five percent (5%) of the 
amount bid, made payable to the City of Fort Lauderdale, Florida, shall accompany each bid. 
 
 

A surety Bond, equal to Task Order dollar amount, shall be required for each project  
over $50,000.00. 

 
 
The City reserves the right to accept or reject any or all bids, part of bids, and to waive minor 
irregularities or variations to specifications contained in bids, and minor irregularities in the bidding 
process. The City reserves the right to make an award to the responsive and responsible bidder or 
bidders whose product or service meets the terms, conditions, and specifications of the bid and 
whose bid (s) is considered to best serve the City’s interest. 
 
Information on bid results and projects currently out to bid can be obtained by calling the pre-recorded 
City of Fort Lauderdale Bid Information Line at (954) 828-5688.  For general inquiries - please call 
(954) 828-5772. 
 
 
 
 
 
 
 
 
 
 

NTC-1 
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CS/rp/P16059-B Rebid/3 

INSTRUCTIONS TO BIDDERS 
 
 
The following instructions are given for the purpose of guiding bidders in properly preparing their bids 
or proposals. These directions have equal force and weight with the specifications and strict 
compliance is required with all of these provisions. 
 
QUALIFICATIONS OF BIDDERS – No proposal will be accepted from, nor will any contract be 
awarded to, any person who is in arrears to the CITY OF FORT LAUDERDALE, upon any debt or 
contract, or who has defaulted, as surety or otherwise, upon any obligation to the City, or who is 
deemed irresponsible or unreliable by the City Commission of Fort Lauderdale. 
 
PERSONAL INVESTIGATION - Bidders shall satisfy themselves by personal investigation, and by 
such other means as they may think necessary or desirable, as to the conditions affecting the 
proposed work and the cost.  No information derived from maps, plans, specifications, or from the 
Engineer, City Manager, or their assistants shall relieve the Contractor from any risk or from fulfilling 
all terms of the contract. 
 
INCONSISTENCIES – Any seeming inconsistency between different provisions of the plans, 
specifications, proposal or contract, or any point requiring explanation must be inquired into by the 
bidder, in writing, at least ten (10) days prior to the time set for opening proposals.  After proposals 
are opened, the bidders shall abide by the decision of the Engineer as to such interpretation. 
 
ADDENDA AND INTERPRETATIONS - No interpretations of the meaning of the plans, specifications 
or other bid documents will be made orally to any bidder. For information concerning procedures for 
responding to this bid or for questions relating to the plans and specifications, utilize the 
question/answer feature provided by RFP Depot. Such contact shall be for clarification purposes only. 
Material changes, if any, to the scope of services, plans and specifications or bidding procedures will 
only be provided by written addendum (refer to addendum section of the RFP Depot site). No 
variation in price or conditions shall be permitted based on a claim of ignorance. Submission of a bid 
will be considered evidence that the bidder has familiarized itself with the nature and extent of the 
required work, equipment, materials and labor required. Failure of any bidder to receive any such 
addenda or interpretation shall not relieve any bidder from any obligation under his bid as submitted.  
All addenda so issued shall become a part of the bid document.  Bidder shall verify that he has 
received all addenda before submitting a bid. 
 
LEGAL CONDITIONS - Bidders are notified to familiarize themselves with the provisions of the laws 
of the State of Florida relating to hours of labor on municipal work, and with the provisions of the laws 
of the State of Florida and the Charter and the ordinances of the City of Fort Lauderdale. 
 
PUBLIC ENTITY CRIMES - A person or affiliate who has been placed on the convicted vendor list 
following a conviction for a public entity crime may not submit a bid on a contract to provide any goods 
or services to a public entity, may not submit a bid on a contract with a public entity for the 
construction or repair of a public building or public work, may not submit bids on leases of real 
property to a public entity, may not be awarded or perform work as a Contractor, supplier, 
subcontractor, or consultant under a contract with any public entity, and may not transact business 
with any public entity in excess of the threshold amount provided in Section 287.017, Florida Statutes, 
for CATEGORY TWO for a period of 36 months from the date of being placed on the convicted 
vendor list. 
 
 

IB-1 
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INSTRUCTIONS TO BIDDERS (Continued) 
 
 
FORMS OF PROPOSALS - Each proposal and its accompanying statements must be made on the 
blanks provided.  THE FORMS MUST BE SUBMITTED IN GOOD ORDER AND WITH ALL BLANKS 
COMPLETED. Submittals may be received electronically on the RFP Depot web site 
(www.rfpdepot.com) or if the bidder prefers to submit a paper (hard) copy of their bid, the 
forms must be enclosed in a sealed envelope when submitted to the Office of the City 
Engineer, Public Works Department (Engineering and Architectural Services), City Hall, 100 
North Andrews Avenue, 4th Floor, City of Fort Lauderdale, Florida 33301 and must show the 
name of the bidder and a statement as to its contents.  The proposal must be signed by one duly 
authorized to do so, and in case signed by a deputy or subordinate, the principal's properly written 
authority to such deputy or subordinate must accompany the proposal.  No proposal will be accepted, 
for any reason whatsoever, which is not submitted as stated above, within the specified time. 
 
TRANSACTION FEES - THE CITY OF FORT LAUDERDALE WILL USE RFP DEPOT 
(www.rfpdepot.com) TO DISTRIBUTE AND RECEIVE BIDS AND PROPOSALS. THERE IS NO 
CHARGE TO VENDORS AND CONTRACTORS TO REGISTER AND PARTICIPATE IN THIS 
SOLOCITATION PROCESS. 
 
EFFECTIVE NOVEMBER 1, 2005, AWARDED VENDOR(S)/CONTRACTOR(S) WILL BE EXEMPT 
FROM PAYING THE RFP TRANSACTION FEE. 
 
BID BOND - A certified check, cashier's check or bank officer's check, for the sum set forth in the 
advertisement, made payable to the City of Fort Lauderdale, Florida, or bid bond in such amount, 
shall accompany each proposal as evidence of the good faith and responsibility of the bidder.  The 
check or bond shall be retained by the City as liquidated damages should the bidder refuse to or fail to 
enter into a contract for the execution of the work embraced in this proposal, in the event the proposal 
of the bidder is accepted.  Retention of such amount shall not be construed as a penalty or forfeiture. 
 
The above bond or check shall be a guarantee that the bidder will, if necessary, promptly execute a 
satisfactory contract and furnish good and sufficient bonds.  As soon as a satisfactory contract has 
been executed and the bonds furnished and accepted, the check or bond accompanying the proposal 
of the successful bidder will be returned to him.  The certified or other checks or bid bonds of the 
unsuccessful bidders will be returned to them upon the acceptance of the bid of the successful bidder.  
If the successful bidder shall not enter into, execute, and deliver such a contract and furnish the 
required bonds within ten (10) days after receiving notice to do so, the certified or other check or bid 
bond shall immediately become the property of the City of Fort Lauderdale as liquidated damages.  
Retention of such amount shall not be construed as a penalty or forfeiture. 
 
BIDS FIRM FOR ACCEPTANCE:  Bidder warrants, by virtue of bidding, that his bid and the prices 
quoted in his bid will be firm for acceptance by the City for a period of ninety (90) days from the date 
of bid opening unless otherwise stated in the ITB. 
 
CAUSES FOR REJECTION - No proposal will be canvassed, considered or accepted which, in the 
opinion of the City Commission, is informal or unbalanced, or contains inadequate or unreasonable 
prices for any items; each item must carry its own proportion of the cost as nearly as is practicable.  
Any alteration, erasure, interlineation, or failure to specify bids for all items called for in the schedule 
shall render the proposal informal. 
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INSTRUCTIONS TO BIDDERS (Continued) 
 
 
REJECTION OF BIDS - The City reserves the right to reject any bid if the evidence submitted by the 
bidder, or if the investigation of such bidder, fails to satisfy the City that such bidder is properly 
qualified to carry out the obligations and to complete the work contemplated.  Any or all proposals will 
be rejected, if there is reason to believe that collusion exists among bidders.  A proposal will be 
considered irregular and may be rejected, if it shows serious omissions, alterations in form, additions 
not called for, conditions or unauthorized alternates, or irregularities of any kind.  The City reserves 
the right to reject any or all proposals and to waive such technical errors as may be deemed best for 
the interests of the City. 
 
WITHDRAWALS - Any bidder may, without prejudice to himself, withdraw his proposal at any time 
prior to the expiration of the time during which proposals may be submitted.  Such request for 
withdrawal must be in writing and signed in the same manner and by the same person who signed the 
proposal.  After expiration of the period for receiving proposals, no proposal can be withdrawn, 
modified, or explained. 
 
CONTRACT - The bidder to whom award is made shall execute a written contract to do the work and 
maintain the same in good repair until final acceptance by the proper authorities, and shall furnish 
good and sufficient bonds as specified within ten (10) days after receiving such contract for execution. 
If the bidder to whom the first award is made fails to enter into a contract as provided, the award may 
be annulled and the contract let to the next lowest bidder who is reliable, responsible, and responsive 
in the opinion of the City Commission, and that bidder shall fulfill every stipulation and obligation as if 
such bidder were the original party to whom award was made. 
 
The contract shall provide that the Contractor agrees to correct any defective or faulty work or 
material, which may appear within one (1) year after completion of the work and receipt of final 
payment. 
 
ENFORCEMENT OF SPECIFICATIONS - Copies of the specifications will be placed in the hands of 
all the assistants to the Engineer and Inspectors employed on the work, who shall enforce each and 
every requirement of the contract.  Such assistants shall have no authority to vary from such 
requirements. 
 
COPIES OF PLANS AND SPECIFICATIONS - Copies of the specifications, details, contract and 
bonds are on file in the Office of the City Engineer, City Hall, 4th Floor, 100 N. Andrews Avenue, Fort 
Lauderdale, Florida 33301. 
 
SURETY BOND - The successful bidder shall furnish a performance and payment bond for each 
project over $50,000, written by a Corporate Surety company, holding a Certificate of Authority from 
the Secretary of the Treasury of the United States as acceptable sureties on federal bonds, in an 
amount equal to the total amount payable by the terms of the contract, executed and issued by a 
Resident Agent licensed by and having an office in the State of Florida, representing such Corporate 
Surety, conditioned for the due and faithful performance of the work, and providing in addition to all 
other conditions, that if the Contractor, or his or its subcontractors, fail to duly pay for any labor, 
materials, or other supplies used or consumed by such Contractor, or his or its subcontractor or 
subcontractors, in performance of the work contracted to be done, the Surety will pay the same in the 
amount not exceeding the sum provided in such bonds, together with interest at the rate of 15% per 
annum, and that they shall indemnify and save harmless the City of Fort Lauderdale to the extent of 
any and all payments in connection with carrying out of the contract, which the City may be required 
to make under the law. 
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INSTRUCTIONS TO BIDDERS (Continued) 
 
The Contractor is required at all times to have a valid surety bond in force covering the work being 
performed.  A failure to have such bond in force at any time shall constitute a default on the part of the 
Contractor.  A bond written by a surety, which becomes disqualified to do business in the State of 
Florida, shall automatically constitute a failure on the part of the Contractor to meet the above 
requirements. 
 
Such bond shall continue in effect for one (1) year after completion and acceptance of the work with 
liability equal to at least 25% of contract price, or an additional bond shall be conditioned that the 
Contractor will correct any defective or faulty work or material which appear within one (1) year after 
completion of the contract, upon notification by the City, except in contracts which are concerned 
solely with demolition work, in which cases 25% liability will not be applicable. 
 
SPECIFICATIONS - The specifications referred to in this project or improvement are 
CONSTRUCTION STANDARDS AND SPECIFICATIONS, Office of the City Engineer, City of Fort 
Lauderdale, January, 1982, including any revision, and/or ARCHITECTURAL CONSTRUCTION 
SPECIFICATIONS, Office of the City Engineer, City of Fort Lauderdale, January, 1982, including any 
revisions. 
 
The above-referenced specifications are made a part of all projects or improvements let for bid by the 
City's Public Works Department (Engineering and Architectural Services).  It is mandatory that 
prospective bidders and Contractors familiarize themselves with and comply with the 
CONSTRUCTION STANDARDS AND SPECIFICATIONS, Office of the City Engineer, City of Fort 
Lauderdale, January, 1982, including any revision, and/or ARCHITECTURAL CONSTRUCTION 
SPECIFICATIONS, Office of the City Engineer, City of Fort Lauderdale, January, 1982, including any 
revisions, when preparing their proposals and during construction of any work awarded. 
 
AUDIT OF CONTRACTOR’S RECORDS - Upon execution of the Contract, the City reserves the right 
to conduct any necessary audit of the Contractor’s records.  Such an audit, or audits, may be 
conducted by the City or its representatives at any time prior to final payment, or thereafter, for a 
period up to three (3) years.  The City may also require submittal of the records from either the 
Contractor, the Subcontractor, or both.  For the purpose of this Section, records shall include all books 
of account, supporting documents and papers deemed necessary by the City to assure compliance 
with the contract provisions. 
 
Failure of the Contractor or Subcontractor to comply with these requirements may result in 
disqualification or suspension from bidding for future contracts or disapproval as a Subcontractor at 
the option of the City. The Contractor shall assure that each of its Subcontractors will provide access 
to its records pertaining to the project upon request by the City. 
 
PERIODIC ESTIMATE FOR PARTIAL PAYMENT - After the Contractor has submitted a periodic 
estimate for partial payment, approved and certified by the Office of the City Engineer, the City shall 
make payment in the manner provided in the Contract Documents and in accordance with Florida’s 
Prompt Payment Act, Section 218, Florida Statutes. 

 
CONTRACTOR LICENSES – The bidder shall possess one of the following licenses at the time of bid 
submittal. Any certificate of competency that meets or exceeds those specified is acceptable: State 
CERTIFIED ROOFING CONTRACTOR or Broward County ROOFING CLASS “R” CONTRACTOR. 
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SUPPLEMENTAL BID INSTRUCTIONS 
 
 
NOTE: The following pages must be completely filled out and included as a part of each 

sealed bid proposal: 
 
 
PROPOSAL PAGES...................................................................................................... P-1 – P1(i) 
PROPOSAL PAGES......................................................................................................... P-2 – P3 
 
 
QUESTIONNAIRE SHEET........................................................................................................P-4 
QUESTIONNAIRE SHEET........................................................................................................P-5 
 
 
MBE/WBE ELIGIBILITY FORM........................................................................................... MBE-1 
 
 
MBE/WBE CONTRACTOR INFORMATION ....................................................................... MBE-2 
 
 
INSPECTION OVERTIME COSTS.......................................................................................OTC-1 
 
 
 
 

FAILURE TO SUBMIT THE ABOVE 
MAY RESULT IN YOUR BID BEING REJECTED, 

AT THE SOLE DISCRETION OF THE CITY, AS NON-RESPONSIVE. 
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PROPOSAL 

PROJECT 16059-B 
INVITATION TO BID 662-9465 

STEEP SLOPE RE-ROOFING AND REPAIR PROJECTS  
 
TO THE COMMISSION OF THE CITY OF 
 FORT LAUDERDALE, FLORIDA 
 
Gentlemen: 
 
The undersigned bidder proposes to furnish all labor, tools, material and supplies, and to sustain all 
the expense incurred in doing the work set forth below that may be awarded the undersigned by the 
City of Fort Lauderdale, Florida, through its proper officers, and to do the same strictly in accordance 
with the plans and contract documents on file in the Office of the City Engineer of Fort Lauderdale, 
which are referred to below and made a part hereof, at the following unit prices, to-wit: 
 
The following unit prices are associated with steep slope re-roofing and roof repair components on 
various City of Fort Lauderdale buildings.  To be considered for these projects, please be 
comprehensive in filling out the unit prices below.  All installations shall meet all State of Florida 
requirements and Miami-Dade Notice of Acceptance (NOA) for high velocity.     
 
Two (2) levels of work scope are indicated for most the Proposal items.  Small repair jobs from 0 to 
500 square feet (S.F.), and medium to large repair jobs from 501 S.F. and up.  An approximate 
quantity is also provided and the "unit price" and total blanks to be completed by Bidder.  All Proposal 
items shall include maintenance, insurance, and other fixed costs.   
 
Please complete the following: Base bid shall include: 
 
ROOF MANUFACTURER’S NAME:   
 
ROOF BRAND NAME:   
 
INSULATION MANUFACTURER’S NAME:   
 
INSULATION NAME:   
 
ROOFING SYSTEM WARRANTY & PERIOD:   
 
ITEM 1:   
 
 A) Prior to any other work at the site, remove the asbestos 

containing material using licensed asbestos abatement 
Contractor in accordance with the asbestos test laboratory 
survey report recommendations.   

 
  ALLOWANCE  $ 20,000.00 
 TOTAL 

 
B) Provide an ALLOWANCE for additional areas not contained in 

the ACM report.  Payment shall be based on actual receipts.   
 
  ALLOWANCE  $ 8,000.00 
 TOTAL 
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P-1 
PROPOSAL (Continued) PROJECT 16059-B 

INVITATION TO BID 662-9465 
 
ITEM  2: Furnish all materials, labor, and equipment for existing roof 

tear-off, down to substrate.  This item also includes all disposal 
costs.    

 
 A) Asphalt Shingles:  

 
a) Small Roof Repair Area:   
 0 S.F. - 500 S.F. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
 
 B) Concrete/Clay Tile 
 

a) Small Roof Repair Area:   
  0 S.F. - 500 S.F.. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
 
 C) Standing Seam Metal Roof 
 

a) Small Roof Repair Area:   
0 S.F. - 500 S.F.. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
 
 D) Metal Shingles 
 

a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
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PROPOSAL (Continued) PROJECT 16059-B 

INVITATION TO BID 662-9465 
 
ITEM  3: Furnish all materials, labor, and equipment for the replacement 

of deteriorated wood substrates.   
 
 A) 5/8-inch CDX Plywood: 

 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
 
 B) 2-inches x 6-inches T&G Wood (Fir): 

 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
 
 
ITEM  4: Furnish all materials, labor, and equipment to install the 

underlayment materials.    
 
 A) 6 Mil Polyethylene Sheet: 

 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
 
 B) 30 Lbs. Felts saturated, organic: 

 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
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PROPOSAL (Continued) PROJECT 16059-B 
Item 4 Continued INVITATION TO BID 662-9465 
 
 
 C) Self-Adhering underlayment granular face sheet, 55 Mils, 

fiberglass mat reinforced and SBS asphalt: 
 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
 
 D) Self-Adhering underlayment polyethylene sheet, 40 Mils, 

slip resisting polythene film. 
 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
 
 E) Self-Adhering sheet underlayment, high temperature 

sheet, 40 Mils, with slip resisting polyethylene top surface 
laminated to SBS modified asphalt adhesive:   
 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
 
 F) Slip sheet building paper, 5 lbs.,/100 S.F., rosin sized  

 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
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PROPOSAL (Continued) PROJECT 16059-B 

INVITATION TO BID 662-9465 
 
ITEM  5: Furnish all materials, labor, and equipment to install pressure 

treated blocking.   
 
 A) 2 x 4  

 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations =   100 L.F. @ $________/L.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area  
  501 S.F. and Up 

Approximately:  (2)  Locations =   300 L.F. @ $________/L.F. = $   
 TOTAL 
 
 B) 2 x 6  

 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations =   100 L.F. @ $________/L.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area  
  501 S.F. and Up 

Approximately:  (2)  Locations =   300 L.F. @ $________/L.F. = $   
 TOTAL 

C) 2 x 8  
 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations =   100 L.F. @ $________/L.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area  
  501 S.F. and Up 

Approximately:  (2)  Locations =   300 L.F. @ $________/L.F. = $   
 TOTAL 
 
ITEM  6: Furnish all materials, labor, and equipment to install sheet 

metal flashings and trim.   
 

A) 24 Gauge Stainless Steel Drip Edge – 4-inch Profile 
 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations =   100 L.F. @ $________/L.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area  
  501 S.F. and Up 

Approximately:  (2)  Locations =   300 L.F. @ $________/L.F. = $   
 TOTAL 
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PROPOSAL (Continued) PROJECT 16059-B 
(Item 6 Continued)  INVITATION TO BID 662-9465 
 
 

B) 24 Gauge Galvanized Steel Drip Edge – 4-inch Profile 
 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations =   100 L.F. @ $________/L.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area  
  501 S.F. and Up 

Approximately:  (2)  Locations =   300 L.F. @ $________/L.F. = $   
 TOTAL 
 
ITEM  7: Furnish all materials, labor, and equipment to install metal 

gutter.   
 
 

A) 6-inch x 6-inch 24 Gauge Galvanized Steel Gutter 
 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations =   100 L.F. @ $________/L.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area  
  501 S.F. and Up 

Approximately:  (2)  Locations =   300 L.F. @ $________/L.F. = $   
 TOTAL 
 

B) 6-inch x 6-inch Aluminum Gutter 
 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations =   100 L.F. @ $________/L.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area  
  501 S.F. and Up 

Approximately:  (2)  Locations =   300 L.F. @ $________/L.F. = $   
 TOTAL 
 
ITEM  8: Furnish all materials, labor, and equipment to install rigid 

standard ridge vent, high density poly propylene or UV-
stabilized plastic.   

 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations =   100 L.F. @ $________/L.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area  
  501 S.F. and Up. 

Approximately:  (2)  Locations =   300 L.F. @ $________/L.F. = $   
 TOTAL 
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PROPOSAL (Continued) PROJECT 16059-B 

INVITATION TO BID 662-9465 
 
ITEM  9: Furnish all materials, labor, and equipment to install glass fiber 

reinforced asphalt shingles, mineral-granular surfaced self-
sealing.   
 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up. 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
 
ITEM 10: Furnish all materials, labor, and equipment to install 20 oz. 

Copper shingles 34-inches x 12-inches, 2 clips per panel.    
 

a) Small Roof Repair Area:   
  0 S.F. - 500 S.F.. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up. 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
 
ITEM 11: Furnish all materials, labor, and equipment to install 

galvanized steel sheet, .0276 inch with siliconized polyester 
coating. 

 
A) Standing Seam 

 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
 

B) Batten Seam 
 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
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PROPOSAL (Continued) PROJECT 16059-B 

INVITATION TO BID 662-9465 
 
ITEM 12: Furnish all materials, labor, and equipment to install aluminum 

sheet, coil coated alloy, .040 inch with siliconized polyester 
coating.    

 
A) Standing Seam 

 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
 

B) Batten Seam 
 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
 
ITEM 13: Furnish all materials, labor, and equipment to install clay roof 

tile.   
 

A) Spanish "S" Tile 
 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
 

B) Barrel Tile 
 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
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PROPOSAL (Continued) PROJECT 16059-B 

INVITATION TO BID 662-9465 
 
ITEM 14: Furnish all materials, labor, and equipment to install 4" 

diameter leader.   
 

A) 24 Gauge Galvanized Steel  
 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations =   100 L.F. @ $________/L.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area  
  501 S.F. and Up 

Approximately:  (2)  Locations =   300 L.F. @ $________/L.F. = $   
 TOTAL 

B) Anodized Aluminum 
 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations =   100 L.F. @ $________/L.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area  
  501 S.F. and Up 

Approximately:  (2)  Locations =   300 L.F. @ $________/L.F. = $   
 TOTAL 

C) 24 Gauge Stainless Steel  
 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations =   100 L.F. @ $________/L.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area  
  501 S.F. and Up 

Approximately:  (2)  Locations =   300 L.F. @ $________/L.F. = $   
 TOTAL 
 
ITEM 15: Furnish all materials, labor, and equipment to install concrete 

roof tile.   
 

A) Spanish "S" Tile 
 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
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PROPOSAL (Continued) PROJECT 16059-B 

  INVITATION TO BID 662-9465 
 

B) Flat Shingle 
 
a) Small Roof Repair Area:   
  0 S.F. - 500 S.F. 

Approximately:  (3)  Locations = 1,500 S.F @ $________/S.F. = $   
 TOTAL 

b) Medium to Large Roof Repair Area 
  501 S.F. and Up 

Approximately:  (2)  Locations = 2,000 S.F @ $________/S.F. = $   
 TOTAL 
 
ITEM 16:  The following time costs are for emergency work only as 

authorized by the City of Fort Lauderdale: 
 

A) Supervisor (Labor price should be included in your bid for items indicated) 
 

  Regular Rate   
 Approximately: 500  Hours @ $________/HOUR = $   

 TOTAL 
  Overtime Rate  

 Approximately: 200  Hours @ $________/HOUR = $   
 TOTAL 

 
B) Journeyman  (Labor price should be included in your bid for items indicated) 
 

  Regular Rate   
 Approximately: 500  Hours @ $________/HOUR = $   

 TOTAL 
  Overtime Rate  

 Approximately: 200  Hours @ $________/HOUR = $   
 TOTAL 

 
C) Roofer’s Helper (Labor price should be included in your bid for items indicated) 

 
  Regular Rate   

 Approximately: 500  Hours @ $________/HOUR = $   
 TOTAL 

  Overtime Rate  
 Approximately: 200  Hours @ $________/HOUR = $   

 TOTAL 
 
ITEM 17: Supplies not listed or included elsewhere MAY be purchased 

under this contract on a strictly COST-PLUS arrangement 
only.  Documentation of vendor cost must be provided with 
written (City) estimates.  Provide percent markup.  City staff 
estimates approximately $25,000 worth of this type of material 
will be required per year.   

 
 $25,000 x %   = $   

 TOTAL 
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PROPOSAL (Continued) PROJECT 16059-B 

INVITATION TO BID 662-9465 
 
 
   TOTAL BID:  $  
   (Items 1 through 17)  (FIGURES) 
 
 
 

(TOTAL WRITTEN DOLLAR AMOUNT) 
 
The above quantities are based on a portion of the total quantities of the listed items contained in the 
projects.  There is no guarantee that the successful Bidder (s) will be authorized for the full amount of 
this Bid.  The successful Bidder (s) will be issued a Work Order (s) with specific quantities with the 
value of the Work Order determined by the unit prices contained in this Proposal. 
 
The Bid shall remain valid for a period of 90 days from the date of bid opening.  Selection shall be 
based on the Bid amount, which is approximately 25% of the total anticipated work.  The unit prices of 
the successful Bidder will remain in effect for the term of the contract as stated on the Notice to 
Contractors page (NTC-1), as well as agreed to contract extension, and will form the basis for Work 
Orders costs. 
 
The City reserves the right to accept or reject any or all bids, part of bids, and to waive minor 
irregularities or variations to specifications contained in bids, and minor irregularities in the bidding 
process. The City reserves the right to make an award to the responsive and responsible bidder or 
bidders whose product or service meets the terms, conditions, and specifications of the bid and 
whose bid (s) is considered to best serve the City’s interest. 
 
Permit fee will be reimbursed to the Contractor.  For payment purposes, receipt must accompany 
invoice to the City. 
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PROPOSAL (Continued) PROJECT 16059-B 

INVITATION TO BID 662-9465 
 
The work described below includes all the necessary removal of materials attendant upon the 
construction of the work complete in place, and the disposal of all excess material and the final 
cleaning up of the work. 
 
State the true, exact, correct and complete name of the partnership, corporation, or trade name under 
which you do business, and the address of the place of business (Post Office Box is inappropriate).  
IF A CORPORATION, state the name of the President, Secretary and Resident Agent.  IF A 
PARTNERSHIP, state the names of all partners.  IF A TRADE NAME, state the names of the 
individuals who do business under the trade name.  If the firm is a foreign corporation (i.e., non-
Florida), it must be authorized to do business in the State of Florida by the Florida Secretary of State.  
PLEASE PRINT OR TYPE. 
 
Firm Name:  
 
Address:  
 
 
 
Telephone:  Fax:   
 

(Name)                                                                      (Title)                                                  
 
            (Name)                                                                      (Title)                                                   
 
            (Name)           (Title)                                                
 
(Attach additional sheets, if necessary). 
 
 
The undersigned bidder acknowledges that he may be required to furnish additional information as 
deemed necessary by the Office of the City Engineer, Public Works Department (Engineering and 
Architectural Services), to update their records should he be awarded the work described below. 
 
The undersigned bidder affirms that he has or will obtain all equipment  necessary to complete the 
work described, that he has or will obtain all required permits and licenses from the appropriate 
agencies, and that his firm is authorized to do business in the State of Florida. 
 
The undersigned bidder has not divulged to, discussed, or compared this bid with other bidders, and 
has not colluded with any other bidder or parties to a bid whatsoever.  Further, the undersigned 
guarantees the truth and accuracy of all statements and answers contained in this proposal. 
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PROPOSAL (Continued) PROJECT 16059-B 

INVITATION TO BID 662-9465 
 
The undersigned bidder proposes to begin work within the time specified in the General Conditions 
after notice has been given by the City Engineer and to complete the work within N/A working days 
from the date of such notice. 
 
The undersigned acknowledges receipt of the Addenda listed below (if applicable) and further 
acknowledges that the provisions of each Addendum have been included in the preparation for this 
Bid. 
 
  Addendum No.    Date Received   Addendum No.   Date Received 
 
     
 
     
 
     
 
 
DATE: FOR:  
 
 
 
 
 
 BY:    
(Witness - Print or Type Name)                                                             (Signature)            (Seal) 
 
 
 
 TITLE: President (    ) Vice-President (    )   
(Witness – Print or type Name) 
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QUESTIONNAIRE SHEET 

INVITATION TO BID 662-9465 
PLEASE PRINT OR TYPE: 
 
Firm Name: 
 
President:    
 
Business Address: 
 
Telephone:  Fax:  
 
What was the last project of this nature which you completed? 
 
 
 
 
The following are named as three corporations and representatives from those corporations for which you have 
performed work and which the City may contact as your references (include addresses and telephone 
numbers): 
 
 
 
 
The following is given as a summary of the Financial Statement of the firm.  List assets and liabilities; 
supplement by attaching copy of Financial Statement. 
 
 
 
How many years has your organization been in business?  
 
Have you ever failed to complete work awarded to you; if so, where and why? 
 
 
 
The name of the qualifying agent for the firm and his position is: 
 
 
Certificate of Competency Number of Qualifying Agent:    
 
Effective Date:   Expiration Date:    
 
Licensed in: 

(County/State) 
 
Contractor's License #   
 
Expiration Date:  
 
NOTE:  A State of Florida CERTIFIED ROOFING CONTRACTOR license OR a Broward County ROOFING 
CLASS “R” Contractor license is required. Any Certificate of Competency that meets or exceeds those 
specified is acceptable. Contractor must have proper license prior to submitting bid.  
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QUESTIONNAIRE SHEET 

INVITATION TO BID 662-9465 
 

 
 
1. You shall personally inspect the proposed work and have a complete plan for its performance. 

Should you have comments, please state below. 
   
   
  
 
2. Will you sublet any part of this work?  If so, list the portions or specialties of the work that you 

will. 
 

a)   
 
b)   
 
c)   
 
d)   
 
e)   
 
f)   
 
g)   

 
3. What equipment do you own that is available for the work? 
   
   
   
 
4. What equipment will you purchase for the proposed work? 
   
   
   
 
5. What equipment will you rent for the proposed work? 
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INVITATION TO BID 662-9465 
 

CITY OF FORT LAUDERDALE 
PUBLIC WORKS DEPARTMENT 

(ENGINEERING AND ARCHITECTURAL SERVICES) 
 

MINORITY BUSINESS ENTERPRISE (MBE) - WOMEN BUSINESS ENTERPRISE (WBE) 
 

PRIME CONTRACTOR IDENTIFICATION FORM 
 
In order to assist us in identifying the status of those companies doing business with the City of Fort 
Lauderdale, this form must be completed and returned with your bid package. 
 
Name of Firm:  
 
Address of Firm:  
 
Telephone Number:  
 
Name of Person Completing Form:  
 
Title:  
 
Signature:  
 
Date:  
 
City Project Number:  
 
Project Description:   
 
  
 
  
 
Please check the item(s) which properly identify the status of your firm: 
 
[    ] Our firm is not a MBE or WBE. 
 
[    ] Our firm is a MBE, as at least 51 percent is owned and operated by one or more socially and 

economically disadvantaged individuals. 
 

American Indian Asian Black Hispanic  
 
[    ] Our firm is a WBE, as at least 51 percent is owned and operated by one or more women. 
 

American Indian Asian Black Hispanic White 
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INVITATION TO BID 662-9465 
 

MBE/WBE CONTRACTOR INFORMATION 
 
 
The City, in a continuing effort, is encouraging the increased participation of minority and women-
owned businesses in Public Works Department  (Engineering and Architectural Services) related 
contracts.  Along those lines, we are requiring that each firm provide documentation detailing their 
own programs for utilizing minority and women-owned businesses. 
 
Your firm should submit this information as a part of this bid package and refer to the checklist, to 
ensure that all areas of concern are covered.  The low responsive bidder will be contacted to schedule 
a meeting to discuss these objectives.  It is our intention to proceed as quickly as possible with this 
project, so your cooperation in this matter is appreciated. 
 

CONTRACTOR CHECKLIST 
 
 
 List Previous City Contracts 
 
 
 Number of Employees in your firm 
 --Percent (%) Women 
 --Percent (%) Minorities 
 --Job Classifications of Women and Minorities 
 
 
 Use of minority and/or women subcontractors on past projects. 
 
 
 Nature of the work subcontracted to minority and/or women-owned firms. 
 
 
 How are subcontractors notified of available opportunities with your firm? 
 
 
 Anticipated amount to be subcontracted on this project. 
 
 
 Anticipated amount to be subcontracted to minority and/or women-owned businesses on this 

project. 
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SPECIAL CONDITIONS 

 
PROJECT 16059-B 

STEEP SLOPE RE-ROOFING AND REPAIR PROJECTS 
 
 
GENERAL:   
 
At time of award of contract, the City reserves the right to set a maximum dollar limit that may be 
expended on their re-roofing and roof repair program.  Contract quantities may be reduced or 
increased to maintain the contract amount within this established limit.  It is the intent of this contract 
to spend all City funds allocated to this project.  Some items may be deleted entirely and the related 
money amount may be added to other items. 
 
All work shall be scheduled through the Office of the City Engineer. An official Departmental 
notification form (Work Order) will be sent (mailed and faxed) to the Contractor containing the date, 
time, location sketch, and amount of work to be done as one job or work-order.  This form will be the 
authorization to start work.  The Contractor shall commence each authorized portion of work within 
ten (10) business days of notification.  Upon notification and prior to commencing work, the Contractor 
and Engineer shall reach an agreement as to the reasonable number of working days that will be 
required for the specific amount of work ordered (unless the notification form states the number of 
working days to be allowed).  The work shall be completed within the number of working days agreed 
upon between the Engineer and Contractor, subject to extensions allowed by the Engineer due to 
unfavorable weather or other allowable causes substantiated by the Contractor.   
 
Liquidated Damages Provision - Failure to complete the projects of any Work Order within the 
reasonable agreed number of working days shall subject the Contractor to pay penalty fees specified 
under Section 5 (General Conditions ); Sub-section 15 (Liquidated Damages) on page 5.8 of the 
City of Fort Lauderdale’s Construction Standards and Specifications document. These penalties 
will be applied (subtracted) to the Contractor’s final pay request at the close of each contract period. 
 
The work under this contract shall consist of furnishing all labor, materials, equipment and incidentals 
necessary for roof repair or replacement established by the Engineer in City-owned buildings.   
 
 
CONTRACT DATES:   
 
The termination date for issuance of work under this contract shall be when the funds are depleted, or 
start of potential renewal (under the Contract Extension section as stated on the Notice to Contractors 
page (NTC-1)), whichever comes first.  All work orders issued before the contract termination must be 
completed under this contract. 
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SPECIAL CONDITIONS (CONTINUED)  PROJECT 16059-B 
 
 
WORK SCHEDULING:   
 
The work will be scheduled by work orders for different increments or jobs by the City Engineer, at 
various times and places designated as City Projects or City Improvements.  The sequence of the 
work shall be carried out in accordance with the Engineer's instructions (or his/her representative). 
 
An Engineering Department letter of notification will be sent to the Contractor. This form will be the 
authorization to start work.  The contractor shall commence each authorized portion of work within ten 
(10) days of notification.  Upon notification and prior to commencing work, the contractor shall indicate 
to the Engineer the number of working days that will be required for the specific amount of work 
ordered (unless the notification form states the number of work days to be allowed).  The work shall 
be completed within the number of working days agreed between the Engineer and contractor, 
subject to extensions allowed by the Engineer due to unfavorable weather or other allowable causes 
substantiated by the contractor.   
 
The Contractor shall dispatch one, or multiple crews (under one Work Order) to work within the City 
limits at a time. The working hours are 7:30 AM to 4:00 PM only (unless specifically agreeded to by 
the City). Once the Contractor starts work on a work order, he shall remain on the job for the 
necessary number of consecutive working days until it is completed. The Engineering Inspection 
Supervisor shall determine when the work order is completed.   
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CONT RA CTOR’ S  REQUES T FOR S UBSTITU T ION 
C I T Y  O F  F O R T  L A U D E R D A L E  

 
 
 
DATE:    REQUEST NUMBER  
 
PROJECT NAME:  
 
PROJECT NUMBER:  
 
NAME AND ADDRESS OF CONTRACTOR:*  
 
 
 
 
 
* hereby requests acceptance of the following product or system as an “acceptable substitution.” 
 
NAME AND DESCRIPTION OF SPECIFIED PRODUCT OR SYSTEM: 
 
 
 
 
 
 
MANUFACTURER:  
 
SPECIFICATION SECTION  PAGE(S) PARAGRAPH(S)   
 
DRAWING  DETAIL NUMBER   
 
 
NAME AND DESCRIPTION OF PROPOSED SUBSTITUTION: 
 
 
 
 
 
 
 
MANUFACTURER:  
 
ADDRESS:  
 
TELEPHONE:  
 
NAME OF VENDOR:  
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CONTRACTOR’S REQUEST FOR SUBSTITUTION (Continued) PROJECT 16059-B 
 
 
NAME AND ADDRESS OF PREVIOUS PROJECT WHERE PROPOSED SUBSTITUTION WAS UTILIZED: 
 
  
 
  
 
TELEPHONE:  
 
REASON FOR PROPOSING SUBSTITUTION:  
 
  
 
DOES SUBSTITUTION AFFECT OTHER MATERIALS, INSTALLATION OR SYSTEMS? 
 
YES  NO  IF YES, ATTACH COMPLETE DATA. 
 
DOES SUBSTITUTION REQUIRE REVISION OR REDESIGN OF ANY COMPONENT OF BUILDING OR 
ELECTRICAL OR MECHANICAL WORK? 
 
YES  NO  IF YES, ATTACH COMPLETE DATA. 
 
SAVINGS TO CITY FOR ACCEPTING SUBSTITUTE: 
 
COST OF SPECIFIED ITEM: 
 
 DOLLARS ($ ) 
 
COST OF SUBSTITUTION ITEM: 
 
 DOLLARS ($  ) 
 
TOTAL SAVINGS (CREDIT) TO CITY FOR ACCEPTING SUBSTITUTE: 
 
 DOLLARS ($ ) 
 
THE ATTACHED DATA IS FURNISHED FOR EVALUATION OF THE SUBSTITUTION:      (X) 
 
(   )CATALOG     (   )DRAWINGS     (   )SAMPLES     (   )TESTS     (   )REPORTS     (   )OTHER 
THE UNDERSIGNED HEREBY CERTIFIES THAT THIS PROPOSED SUBSTITUTION HAS BEEN FULLY 
CHECKED AND COORDINATED WITH THE CONTRACT DOCUMENTS, THAT THE PROPOSED 
SUBSTITUTION MEETS OR EXCEEDS THE REQUIREMENTS OF THE CONTRACT DOCUMENTS AND 
THAT ALL INFORMATION IS TRUE AND ACCURATE. 
 
FIRM NAME:  
 
BY:  
 
DATE SIGNED:  
 
PRINT NAME LEGIBLY:  
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INSURANCE REQUIREMENTS 
 
The Contractor shall: 
 
I PUBLIC LIABILITY 
 

Provide Owner's, Contractor's Protective Liability Insurance, including City as an additional 
insured, with minimum limits of $100,000 per person, $300,000 per occurrence, and $50,000 
property damage. 

 
II WORKER'S COMPENSATION 
 

Provide Worker's Compensation and Employer's Liability Insurance for the benefit of 
Contractor's work force. 

 
III INDEMNITY 
 
 Protect, defend, indemnify and hold harmless the City of Fort Lauderdale, its officers, 

employees and agents from and against any and all lawsuits, penalties, damages, 
settlements, judgments, decrees, costs, charges and other expenses or liabilities of every kind 
in connection with or arising directly out of the work agreed to be performed herein, to the 
extent caused by the negligence, recklessness, or intentional wrongful misconduct of 
Contractor, its employees, servants, agents and subcontractors.  Without limiting the 
foregoing, any and all such claims, suits, etc., relating to personal injury, death, damage to 
property, defects in materials or workmanship, actual or alleged infringement of any patent, 
trademark, copyright or of any other tangible or intangible personal or property right, or any 
actual or alleged violation of any applicable statute, ordinance, administrative order, rule or 
regulation or decree of any court, is included in the indemnity.  The Contractor further agrees 
to investigate, handle, respond to, provide defense for, and defend any such claims, etc., at 
his sole expense and agrees to bear all other costs and expenses related thereto, even if the 
claim(s) is groundless, false or fraudulent. 

 
 In case of injury to persons, animals or property, real or personal, by reason of failure to erect 

or maintain proper and necessary barricades, safeguards and signals or by reason of any 
negligence of any Contractor, subcontractor or any of the Contractor's agents, servants, or 
employees during the performance of the work before the estimates have become due under 
this contract, the City may, through its officials, withhold such payments as long as it may 
deem necessary for the indemnity of the City as Owner, provided that the failure to pay the 
same shall not be construed or considered as a waiver of the indemnity as hereinabove set 
forth. 

 
IV AUTOMOBILE LIABILITY 
 

Covering all owned, hired and non-owned automobile equipment. 
 
Limits: Bodily Injury - $100,000 each person 
 - $300,000 each occurrence 
Property Damage - $  50,000 each occurrence 
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INSURANCE REQUIREMENTS (Continued) 
 
 
V BUILDER'S RISK 
 

If a structure is to be erected, the Contractor must also provide Builder's Risk Insurance for the 
full  insurable value of the premises being constructed, and the policy should be endorsed to 
the effect that the interests of the City are included as a loss payee and the carrier waives all 
rights of subrogation against the City. 

 
VI CERTIFICATES OF INSURANCE 
 

Before commencing performance of this contract, the Contractor shall furnish the City of Fort 
Lauderdale a duplicate policy of Certificate of Insurance for the required insurance as specified 
above, which shall contain the following: 

 
A) Name of insurance carrier(s) 
B) Effective and expiration dates of policies 
C) 30 days written notice by carrier  of  any  cancellation  or  material change in any policy 
D) Duplicate Policy or Certificates of Insurance stating that the interests of the City are 

included as an additional named insured, and specifying the project/location. 
 

 Such insurance shall apply despite any insurance which the City may carry in its own name. 
 
VII SUBCONTRACTOR INSURANCE 
 

Contractor is advised to require all of its subcontractors to provide the aforementioned 
coverage as well as any other coverages that the Contractor may consider necessary, and any 
deficiency in the coverages or policy limits of any subcontractors will be the sole responsibility 
of the Contractor. 
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SECTION 011000 
SUMMARY 

 
 

PART 1 - GENERAL 

1.1 SUMMARY 

A. This Section includes the following: 
 

1. Work covered by the future individual contracts and based on the proposal line items. 
2. Work phases. 
3. Work under other contracts. 
4. Use of premises. 
5. Owner's occupancy requirements. 
6. Specification formats and conventions. 

1.2 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

B. “SPECIFICATIONS” referred to in the project documents are to include and incorporate the 
following: 

1. CONSTRUCTION STANDARDS AND SPECIFICATIONS, Office of the City Engineer, 
City of Fort Lauderdale, January 1982, including any revisions and/or 
ARCHITECTURAL CONSTRUCTION SPECIFICATIONS, Office of the City Engineer, 
City of Fort Lauderdale, January 1982, including any revisions. 

a. The above-referenced specifications are made a part of all projects or 
improvements let for bid by the City’s Public Services Department (Engineering 
and Architectural Bureau). It is mandatory that prospective bidders and 
Contractors familiarize themselves with and comply with these referenced 
specifications when preparing their proposals and during construction of any 
work awarded. 

 
2. The written specifications package entitled Project 16059-B, STEEP SLOPE RE-

ROOFING AND REPAIR PROJECTS. 
 

1.3 WORK COVERED BY CONTRACT DOCUMENTS 

A. Project Identification:  Steep Roof Projects throughout the City of Fort Lauderdale, Florida. 
1. Project Location:  Any building location within the city meeting the above criteria. 
 

B. Owner:  The City of Ft. Lauderdale, Florida. 
1. Owner's Representative:  To be determined at time of individual contract award. 

 
C. Architect:  The City of Ft. Lauderdale Chief Architect. 

 
D. The Work consists of the following: 
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1. The Work includes giving unit prices for various components of the steep slope roofing 
systems throughout the City of Fort Lauderdale and will the City of Fort Lauderdale will 
award individual projects containing (1) or more of the components listed in the 
proposal based on the prices also given in this proposal. 

E. Projects may be constructed under a single prime contract or several smaller components.  
Some projects are roof repair or complete roof replacement projects. 

1.4 WORK PHASES 

A. The Work shall be conducted in (2) phases in the following order, with each phase 
substantially complete before beginning the next phase: 

 
1. Phase (1):  The Remediation of any Asbestos as contained in the various projects’ 

individual Asbestos reports. Work of this phase shall be substantially complete and 
ready for Phase (2) within a negotiated time framework after the Notice to Proceed. 

 
2. Phase (2):  The remaining Roofing Work shall be substantially complete and ready for 

occupancy at time of Substantial Completion. 
 
B. Before commencing Work of each phase, submit a schedule showing the sequence, 

commencement and completion dates, and move-out and -in dates of Owner's personnel for 
all phases of the Work. 

1.5 WORK UNDER OTHER CONTRACTS 

A. General:  Cooperate fully with separate contractors so work on those contracts may be 
carried out smoothly, without interfering with or delaying work under this Contract.  
Coordinate the Work of this Contract with work performed under separate contracts. 

B. Preceding Work:  Owner may award separate contract(s) for differing construction operations 
at Project site.   

1.  A separate contract may be awarded to other contractors to complete other roofing or 
repair projects. 

 
C. Concurrent Work:  Owner may award separate contract(s) for construction operations at 

Project site.  Those operations will be conducted simultaneously with work under various 
roofing contracts awarded based on the unit prices contained in this proposal. 

 
1. A separate contract may be awarded to other partial projects for roofing at the City. 

1.6 USE OF PREMISES 

A. General:  Contractor shall have limited use of premises for construction operations as 
indicated on Drawings by the Contract limits. 

 
B. Use of Site:  Limit use of premises to areas within the Contract limits indicated.  Do not 

disturb portions of Project site beyond areas in which the Work is indicated. 
 
1. Limits:  Confine constructions operations to not interfere with the occupation of the 

building. 

2. Owner Occupancy:  Allow for Owner occupancy of Project site and use by the public. 
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3. Driveways and Entrances:  Keep driveways parking garage, loading areas, and 
entrances serving premises clear and available to Owner, Owner's employees, and 
emergency vehicles at all times.  Do not use these areas for parking or storage of 
materials. 

a. Schedule deliveries to minimize use of driveways and entrances. 
b. Schedule deliveries to minimize space and time requirements for storage of 

materials and equipment on-site. 
 

C. Use of Existing Building:  Maintain existing building in a weathertight condition throughout 
construction period.  Repair damage caused by construction operations.  Protect building 
and its occupants during construction period. 

1.7 OWNER'S OCCUPANCY REQUIREMENTS 

A. Partial Owner Occupancy:  Owner will occupy the premises during entire construction period, 
with the exception of areas under construction.  Cooperate with Owner during construction 
operations to minimize conflicts and facilitate Owner usage.  Perform the Work so as not to 
interfere with Owner's operations.  Maintain existing exits, unless otherwise indicated. 

 
1. Maintain access to existing walkways, corridors, and other adjacent occupied or used 

facilities.  Do not close or obstruct walkways, corridors, or other occupied or used 
facilities without written permission from Owner and authorities having jurisdiction. 

1.8 SPECIFICATION FORMATS AND CONVENTIONS 

A. Specification Format:  The Specifications are organized into Divisions and Sections using the 
16-division format and CSI/CSC's "MasterFormat" numbering system. 

 
1. Division 01:  Sections in Division 01 govern the execution of the Work of all Sections in 

the Specifications. 
 
B. Specification Content:  The Specifications use certain conventions for the style of language 

and the intended meaning of certain terms, words, and phrases when used in particular 
situations.  These conventions are as follows: 

 
1. Abbreviated Language:  Language used in the Specifications and other Contract 

Documents is abbreviated.  Words and meanings shall be interpreted as appropriate.  
Words implied, but not stated, shall be inferred as the sense requires.  Singular words 
shall be interpreted as plural, and plural words shall be interpreted as singular where 
applicable as the context of the Contract Documents indicates. 

 
2. Imperative mood and streamlined language are generally used in the Specifications.  

Requirements expressed in the imperative mood are to be performed by Contractor.  
Occasionally, the indicative or subjunctive mood may be used in the Section Text for 
clarity to describe responsibilities that must be fulfilled indirectly by Contractor or by 
others when so noted. 

 
a. The words "shall," "shall be," or "shall comply with," depending on the context, 

are implied where a colon (:) is used within a sentence or phrase. 
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PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 
END OF SECTION 011000 
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SECTION 012900 
PAYMENT PROCEDURES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section specifies administrative and procedural requirements necessary to prepare and 
process Applications for Payment. 

B. Related Sections include the following: 

1. Division 01 Section "Submittal Procedures" for administrative procedures for handling 
changes to the Contract. 

1.3 DEFINITIONS 

A. Schedule of Values:  A statement furnished by Contractor allocating portions of the Contract 
Sum to various portions of the Work and used as the basis for reviewing Contractor's 
Applications for Payment. 

1.4 SCHEDULE OF VALUES 

A. Coordination:  Coordinate preparation of the Schedule of Values with preparation of 
Contractor's Construction Schedule. 

1. Correlate line items in the Schedule of Values with other required administrative forms 
and schedules, including the following: 

a. City’s Form - Periodic Estimate for Partial Payment. 
b. Submittals Schedule. 
c. Contractor's Construction Schedule. 

2. Submit the Schedule of Values to City Representative at earliest possible date but no 
later than seven days before the date scheduled for submittal of initial Applications for 
Payment. 

3. Subschedules:  Where the Work is separated into phases requiring separately phased 
payments, provide subschedules showing values correlated with each phase of 
payment. 

B. Format and Content:  Use the Project Manual table of contents as a guide to establish line 
items for the Schedule of Values.  Provide at least one line item for each Specification 
Section. 
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1. Identification:  Include the following Project identification on the Schedule of Values: 

a. Project name and location. 
b. Project Number 
c. Contractor's name and address. 
d. Date of submittal. 

2. Arrange the Schedule of Values in tabular form with separate columns to indicate the 
following for each item listed: 

a. Related Specification Section or Division. 
b. Description of the Work. 
c. Name of subcontractor. 
d. Name of manufacturer or fabricator. 
e. Name of supplier. 
f. Change Orders (numbers) that affect value. 
g. Dollar value. 

1) Percentage of the Contract Sum to nearest one-hundredth percent, 
adjusted to total 100 percent. 

3. Provide a breakdown of the Contract Sum in enough detail to facilitate continued 
evaluation of Applications for Payment and progress reports.  Coordinate with the 
Project Manual table of contents.  Provide several line items for principal subcontract 
amounts, where appropriate. 

4. Round amounts to nearest whole dollar; total shall equal the Contract Sum. 

5. Provide a separate line item in the Schedule of Values for each part of the Work where 
Applications for Payment may include materials or equipment purchased or fabricated 
and stored, but not yet installed. 

a. Differentiate between items stored on-site and items stored off-site.  If specified, 
include evidence of insurance or bonded warehousing. 

6. Provide separate line items in the Schedule of Values for initial cost of materials, for 
each subsequent stage of completion, and for total installed value of that part of the 
Work. 

7. Allowances:  Provide a separate line item in the Schedule of Values for each 
allowance.  Show line-item value of unit-cost allowances, as a product of the unit cost, 
multiplied by measured quantity.  Use information indicated in the Contract Documents 
to determine quantities. 

8. Each item in the Schedule of Values and Applications for Payment shall be complete.  
Include total cost and proportionate share of general overhead and profit for each item. 

a. Temporary facilities and other major cost items that are not direct cost of actual 
work-in-place may be shown either as separate line items in the Schedule of 
Values or distributed as General Conditions expense, at Contractor's option. 

9. Schedule Updating:  Update and resubmit the Schedule of Values before the next 
Applications for Payment when Change Orders or Construction Change Directives 
result in a change in the Contract Sum. 
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1.5 APPLICATIONS FOR PAYMENT 

A. The General Contractor must meet with the City Representative on or about the 25th of each 
month.  The City Representative will go over the pay items and agree on the quantities and 
the dollar amounts of the work completed during the month.  A copy of the agreed amounts 
will be signed by the parties and a copy will be left with each representative. 

 
B. The General Contractor will make up a partial pay request using the City-supplied forms and 

submit the request to the City Representative before the first of the upcoming month. 
 

C. Each pay request must be accompanied by a partial release of lien by the General 
Contractor and by all Subcontractors, suppliers, and for all labor, as outlined below. 
 
1. Starting with the second (2nd) pay request and for each and every  pay request 

thereafter, the General Contractor shall submit partial release of liens from all 
Subcontractors, suppliers, and laborers covering the preceding month's request (SEE 
FOLLOWING EXAMPLE). 

2. EXAMPLE:  In the first (1st) pay request, payment is requested by General Contractor 
for the asbestos contractor and the electrician. The General Contractor must attach his 
partial release of lien. 

3. For the second (2nd) pay request, the General Contractor must attach his partial 
release of lien from the asbestos contractor and the electrician for the amounts billed in 
the 1st pay request; i.e., the General Contractor will be running one (1) month behind 
with the releases from the Subcontractors, suppliers, etc., until the final pay request. 

D. For the final pay request, the General Contractor will be required to submit FINAL release of 
liens for ALL Subcontractors, suppliers, etc., and for ALL labor BEFORE FINAL PAYMENT 
WILL BE MADE. 

E. No partial payments, after the first payment, will be made until all partial release of liens are 
submitted for the preceding month's billing, as described  

F. Each Application for Payment shall be consistent with previous applications and payments as 
certified by and paid for by City. 

G. Payment Application Forms:  Use City Form “PERIODIC ESTIMATE FOR PARTIAL 
PAYMENT” as form for Applications for Payment. 

1. Application Preparation:  Complete every entry on form.  Notarize and execute by a 
person authorized to sign legal documents on behalf of Contractor.  City will return 
incomplete applications without action. 

2. Entries shall match data on the Schedule of Values and Contractor's Construction 
Schedule.  Use updated schedules if revisions were made. 

3. Include amounts of Change Orders and Construction Change Directives issued before 
last day of construction period covered by application. 

H. Release of Lien:  With each Application for Payment, submit release of lien from every entity 
who is lawfully entitled to file a mechanic's lien arising out of the Contract and related to the 
Work covered by the payment. 
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1. Submit partial release of lien on each item for amount requested in previous 
application, after deduction for retainage, on each item. 

2. When an application shows completion of an item, submit final release of lien. 

3. City reserves the right to designate which entities involved in the Work must submit 
release of lien forms. 

I. Initial Application for Payment:  Administrative actions and submittals that must precede or 
coincide with submittal of first Application for Payment include the following: 

1. List of subcontractors. 
2. Schedule of Values. 
3. Contractor's Construction Schedule (preliminary if not final). 
4. Products list. 
5. Schedule of unit prices. 
6. Submittals Schedule (preliminary if not final). 
7. List of Contractor's staff assignments. 
8. List of Contractor's principal consultants. 
9. Copies of building permits. 
10. Copies of authorizations and licenses from authorities having jurisdiction for 

performance of the Work. 
11. Initial progress report. 
12. Report of preconstruction conference. 
13. Certificates of insurance and insurance policies. 
14. Performance and payment bonds. 
15. Data needed to acquire City's insurance. 
16. Initial settlement survey and damage report if required. 

J. Final Payment Application:  Submit final Application for Payment with releases and 
supporting documentation not previously submitted and accepted, including, but not limited, 
to the following: 

1. Evidence of completion of Project closeout requirements. 

2. Insurance certificates for products and completed operations where required and proof 
that taxes, fees, and similar obligations were paid. 

3. Updated final statement, accounting for final changes to the Contract Sum. 

4. Evidence that claims have been settled. 

5. Final meter readings for utilities, a measured record of stored fuel, and similar data as 
of date of Substantial Completion or when City took possession of and assumed 
responsibility for corresponding elements of the Work. 

6. Final, liquidated damages settlement statement. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 
END OF SECTION 012900 
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SECTION 012900 
PAYMENT PROCEDURES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section specifies administrative and procedural requirements necessary to prepare and 
process Applications for Payment. 

B. Related Sections include the following: 

1. Division 01 Section "Submittal Procedures" for administrative procedures for handling 
changes to the Contract. 

1.3 DEFINITIONS 

A. Schedule of Values:  A statement furnished by Contractor allocating portions of the Contract 
Sum to various portions of the Work and used as the basis for reviewing Contractor's 
Applications for Payment. 

1.4 SCHEDULE OF VALUES 

A. Coordination:  Coordinate preparation of the Schedule of Values with preparation of 
Contractor's Construction Schedule. 

1. Correlate line items in the Schedule of Values with other required administrative forms 
and schedules, including the following: 

a. City’s Form - Periodic Estimate for Partial Payment. 
b. Submittals Schedule. 
c. Contractor's Construction Schedule. 

2. Submit the Schedule of Values to City Representative at earliest possible date but no 
later than seven days before the date scheduled for submittal of initial Applications for 
Payment. 

3. Subschedules:  Where the Work is separated into phases requiring separately phased 
payments, provide subschedules showing values correlated with each phase of 
payment. 

B. Format and Content:  Use the Project Manual table of contents as a guide to establish line 
items for the Schedule of Values.  Provide at least one line item for each Specification 
Section. 
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1. Identification:  Include the following Project identification on the Schedule of Values: 

a. Project name and location. 
b. Project Number 
c. Contractor's name and address. 
d. Date of submittal. 

2. Arrange the Schedule of Values in tabular form with separate columns to indicate the 
following for each item listed: 

a. Related Specification Section or Division. 
b. Description of the Work. 
c. Name of subcontractor. 
d. Name of manufacturer or fabricator. 
e. Name of supplier. 
f. Change Orders (numbers) that affect value. 
g. Dollar value. 

1) Percentage of the Contract Sum to nearest one-hundredth percent, 
adjusted to total 100 percent. 

3. Provide a breakdown of the Contract Sum in enough detail to facilitate continued 
evaluation of Applications for Payment and progress reports.  Coordinate with the 
Project Manual table of contents.  Provide several line items for principal subcontract 
amounts, where appropriate. 

4. Round amounts to nearest whole dollar; total shall equal the Contract Sum. 

5. Provide a separate line item in the Schedule of Values for each part of the Work where 
Applications for Payment may include materials or equipment purchased or fabricated 
and stored, but not yet installed. 

a. Differentiate between items stored on-site and items stored off-site.  If specified, 
include evidence of insurance or bonded warehousing. 

6. Provide separate line items in the Schedule of Values for initial cost of materials, for 
each subsequent stage of completion, and for total installed value of that part of the 
Work. 

7. Allowances:  Provide a separate line item in the Schedule of Values for each 
allowance.  Show line-item value of unit-cost allowances, as a product of the unit cost, 
multiplied by measured quantity.  Use information indicated in the Contract Documents 
to determine quantities. 

8. Each item in the Schedule of Values and Applications for Payment shall be complete.  
Include total cost and proportionate share of general overhead and profit for each item. 

a. Temporary facilities and other major cost items that are not direct cost of actual 
work-in-place may be shown either as separate line items in the Schedule of 
Values or distributed as General Conditions expense, at Contractor's option. 

9. Schedule Updating:  Update and resubmit the Schedule of Values before the next 
Applications for Payment when Change Orders or Construction Change Directives 
result in a change in the Contract Sum. 
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1.5 APPLICATIONS FOR PAYMENT 

A. The General Contractor must meet with the City Representative on or about the 25th of each 
month.  The City Representative will go over the pay items and agree on the quantities and 
the dollar amounts of the work completed during the month.  A copy of the agreed amounts 
will be signed by the parties and a copy will be left with each representative. 

 
B. The General Contractor will make up a partial pay request using the City-supplied forms and 

submit the request to the City Representative before the first of the upcoming month. 
 

C. Each pay request must be accompanied by a partial release of lien by the General 
Contractor and by all Subcontractors, suppliers, and for all labor, as outlined below. 
 
1. Starting with the second (2nd) pay request and for each and every  pay request 

thereafter, the General Contractor shall submit partial release of liens from all 
Subcontractors, suppliers, and laborers covering the preceding month's request (SEE 
FOLLOWING EXAMPLE). 

2. EXAMPLE:  In the first (1st) pay request, payment is requested by General Contractor 
for the asbestos contractor and the electrician. The General Contractor must attach his 
partial release of lien. 

3. For the second (2nd) pay request, the General Contractor must attach his partial 
release of lien from the asbestos contractor and the electrician for the amounts billed in 
the 1st pay request; i.e., the General Contractor will be running one (1) month behind 
with the releases from the Subcontractors, suppliers, etc., until the final pay request. 

D. For the final pay request, the General Contractor will be required to submit FINAL release of 
liens for ALL Subcontractors, suppliers, etc., and for ALL labor BEFORE FINAL PAYMENT 
WILL BE MADE. 

E. No partial payments, after the first payment, will be made until all partial release of liens are 
submitted for the preceding month's billing, as described  

F. Each Application for Payment shall be consistent with previous applications and payments as 
certified by and paid for by City. 

G. Payment Application Forms:  Use City Form “PERIODIC ESTIMATE FOR PARTIAL 
PAYMENT” as form for Applications for Payment. 

1. Application Preparation:  Complete every entry on form.  Notarize and execute by a 
person authorized to sign legal documents on behalf of Contractor.  City will return 
incomplete applications without action. 

2. Entries shall match data on the Schedule of Values and Contractor's Construction 
Schedule.  Use updated schedules if revisions were made. 

3. Include amounts of Change Orders and Construction Change Directives issued before 
last day of construction period covered by application. 

H. Release of Lien:  With each Application for Payment, submit release of lien from every entity 
who is lawfully entitled to file a mechanic's lien arising out of the Contract and related to the 
Work covered by the payment. 
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1. Submit partial release of lien on each item for amount requested in previous 
application, after deduction for retainage, on each item. 

2. When an application shows completion of an item, submit final release of lien. 

3. City reserves the right to designate which entities involved in the Work must submit 
release of lien forms. 

I. Initial Application for Payment:  Administrative actions and submittals that must precede or 
coincide with submittal of first Application for Payment include the following: 

1. List of subcontractors. 
2. Schedule of Values. 
3. Contractor's Construction Schedule (preliminary if not final). 
4. Products list. 
5. Schedule of unit prices. 
6. Submittals Schedule (preliminary if not final). 
7. List of Contractor's staff assignments. 
8. List of Contractor's principal consultants. 
9. Copies of building permits. 
10. Copies of authorizations and licenses from authorities having jurisdiction for 

performance of the Work. 
11. Initial progress report. 
12. Report of preconstruction conference. 
13. Certificates of insurance and insurance policies. 
14. Performance and payment bonds. 
15. Data needed to acquire City's insurance. 
16. Initial settlement survey and damage report if required. 

J. Final Payment Application:  Submit final Application for Payment with releases and 
supporting documentation not previously submitted and accepted, including, but not limited, 
to the following: 

1. Evidence of completion of Project closeout requirements. 

2. Insurance certificates for products and completed operations where required and proof 
that taxes, fees, and similar obligations were paid. 

3. Updated final statement, accounting for final changes to the Contract Sum. 

4. Evidence that claims have been settled. 

5. Final meter readings for utilities, a measured record of stored fuel, and similar data as 
of date of Substantial Completion or when City took possession of and assumed 
responsibility for corresponding elements of the Work. 

6. Final, liquidated damages settlement statement. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 
END OF SECTION 012900 
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SECTION 013300 

SUBMITTAL PROCEDURES 

PART 1 - GENERAL 

1.1 SUMMARY 

A. This Section includes administrative and procedural requirements for submitting Shop 
Drawings, Product Data, Samples, and other submittals. 

B. See Division 01 Section "Payment Procedures" for submitting schedules and reports, 
including Contractor's Construction Schedule. 

C. See Division 01 Section "Closeout Procedures" for submitting warranties. 

1.2 DEFINITIONS 

A. Action Submittals:  Written and graphic information that requires Architect's responsive 
action. 

B. Informational Submittals:  Written information that does not require Architect's responsive 
action.  Submittals may be rejected for not complying with requirements. 

1.3 SUBMITTAL PROCEDURES 

A. Coordination:  Coordinate preparation and processing of submittals with performance of 
construction activities. 

1. Coordinate each submittal with fabrication, purchasing, testing, delivery, other 
submittals, and related activities that require sequential activity. 

2. Coordinate transmittal of different types of submittals for related parts of the Work so 
processing will not be delayed because of need to review submittals concurrently for 
coordination. 

a. Architect reserves the right to withhold action on a submittal requiring 
coordination with other submittals until related submittals are received. 

B. Submittals Schedule:  Comply with requirements in Division 01 Section "Construction 
Progress Documentation" for list of submittals and time requirements for scheduled 
performance of related construction activities. 

C. Processing Time:  Allow enough time for submittal review, including time for resubmittals, as 
follows.  Time for review shall commence on Architect's receipt of submittal.  No extension of 
the Contract Time will be authorized because of failure to transmit submittals enough in 
advance of the Work to permit processing, including resubmittals. 
1. Initial Review:  Allow 4 days for initial review of each submittal.  Allow additional time if 

coordination with subsequent submittals is required.  Architect will advise Contractor 
when a submittal being processed must be delayed for coordination. 
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2. Intermediate Review:  If intermediate submittal is necessary, process it in same 
manner as initial submittal. 

3. Resubmittal Review:  Allow 4 days for review of each resubmittal. 

D. Identification:  Place a permanent label or title block on each submittal for identification. 

1. Indicate name of firm or entity that prepared each submittal on label or title block. 

2. Provide a space approximately 6 by 8 inches(150 by 200 mm) on label or beside title 
block to record Contractor's review and approval markings and action taken by 
Architect. 

3. Include the following information on label for processing and recording action taken: 

a. Project name. 
b. Date. 
c. Name and address of Architect. 
d. Name and address of Contractor. 
e. Name and address of subcontractor. 
f. Name and address of supplier. 
g. Name of manufacturer. 
h. Submittal number or other unique identifier, including revision identifier. 

1) Submittal number shall use Specification Section number followed by a 
decimal point and then a sequential number (e.g., 06100.01).  Resubmittals 
shall include an alphabetic suffix after another decimal point (e.g., 
06100.01.A). 

i. Number and title of appropriate Specification Section. 
j. Drawing number and detail references, as appropriate. 
k. Location(s) where product is to be installed, as appropriate. 
l. Other necessary identification. 

E. Deviations:  Highlight, encircle, or otherwise specifically identify deviations from the Contract 
Documents on submittals. 

F. Additional Copies:  Unless additional copies are required for final submittal, and unless 
Architect observes noncompliance with provisions in the Contract Documents, initial 
submittal may serve as final submittal. 

1. Additional copies submitted for maintenance manuals will not be marked with action 
taken and will be returned. 

G. Transmittal:  Package each submittal individually and appropriately for transmittal and 
handling.  Transmit each submittal using a transmittal form.  Architect will discard submittals 
received from sources other than Contractor. 

H. Resubmittals:  Make resubmittals in same form and number of copies as initial submittal. 

1. Note date and content of previous submittal. 
2. Note date and content of revision in label or title block and clearly indicate extent of 

revision. 

City of Fort Lauderdale Bid 662-9465

Apr 24, 2006 4:39:39 PM EDT p. 72



STEEP SLOPE RE-ROOFING AND REPAIR PROJECTS REBID PROJECT 16059-B 
 
 

 
CS/rp/P16059-B Rebid/47 

3. Resubmit submittals until they are marked " approval notation from Architect's action 
stamp." 

I. Distribution:  Furnish copies of final submittals to manufacturers, subcontractors, suppliers, 
fabricators, installers, authorities having jurisdiction, and others as necessary for 
performance of construction activities.  Show distribution on transmittal forms. 

J. Use for Construction:  Use only final submittals with mark indicating "approval" taken by 
Architect. 

1.4 CONTRACTOR'S USE OF ARCHITECT'S CAD FILES 

A. General:  At Contractor's written request, copies of Architect's CAD files will be provided to 
Contractor for Contractor's use in connection with Project, subject to the following conditions: 

1. Only with release statement signed by the contractor from the Architect. 

PART 2 - PRODUCTS 

2.1 ACTION SUBMITTALS 

A. General:  Prepare and submit Action Submittals required by individual Specification Sections. 

B. Product Data:  Collect information into a single submittal for each element of construction 
and type of product or equipment. 

1. If information must be specially prepared for submittal because standard printed data 
are not suitable for use, submit as Shop Drawings, not as Product Data. 

2. Mark each copy of each submittal to show which products and options are applicable. 

3. Include the following information, as applicable: 

a. Manufacturer's written recommendations. 
b. Manufacturer's product specifications. 
c. Manufacturer's installation instructions. 
d. Manufacturer's catalog cuts. 
e. Wiring diagrams showing factory-installed wiring. 
f. Printed performance curves. 
g. Operational range diagrams. 
h. Compliance with specified referenced standards. 
i. Testing by recognized testing agency. 

4. Number of Copies:  Submit three copies of Product Data, unless otherwise indicated.  
Architect will return two copies.  Mark up and retain one returned copy as a Project 
Record Document. 

C. Shop Drawings:  Prepare Project-specific information, drawn accurately to scale.  Do not 
base Shop Drawings on reproductions of the Contract Documents or standard printed 
data, unless submittal of Architect's CAD Drawings is otherwise permitted. 
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1. Preparation:  Fully illustrate requirements in the Contract Documents.  Include the 
following information, as applicable: 

a. Dimensions. 
b. Identification of products. 
c. Schedules. 
d. Notation of coordination requirements. 
e. Notation of dimensions established by field measurement. 
f. Relationship to adjoining construction clearly indicated. 
g. Seal and signature of professional engineer if specified. 

2. Sheet Size:  Except for templates, patterns, and similar full-size drawings, submit Shop 
Drawings on sheets at least 8-1/2 by 11 inches(215 by 280 mm) but no larger than 30 
by 40 inches(750 by 1000 mm). 

3. Number of Copies:  Submit two opaque (bond) copies of each submittal.  Architect will 
return one copy. 

D. Samples:  Submit Samples for review of kind, color, pattern, and texture for a check of these 
characteristics with other elements and for a comparison of these characteristics between 
submittal and actual component as delivered and installed. 

1. Transmit Samples that contain multiple, related components such as accessories 
together in one submittal package. 

2. Identification:  Attach label on unexposed side of Samples that includes the following: 

a. Generic description of Sample. 
b. Product name and name of manufacturer. 
c. Sample source. 
d. Number and title of appropriate Specification Section. 

3. Disposition:  Maintain sets of approved Samples at Project site, available for quality-
control comparisons throughout the course of construction activity.  Sample sets may 
be used to determine final acceptance of construction associated with each set. 

E. Subcontract List:  Prepare a written summary identifying individuals or firms proposed for 
each portion of the Work, including those who are to furnish products or equipment 
fabricated to a special design. Use CSI Form 1.5A. 

1. Number of Copies:  Submit three copies of subcontractor list, unless otherwise 
indicated.  Architect will return 2 copies. 

2.2 INFORMATIONAL SUBMITTALS 

A. General:  Prepare and submit Informational Submittals required by other Specification 
Sections. 

1. Number of Copies:  Submit two copies of each submittal, unless otherwise indicated.  
Architect will not return copies. 

2. Certificates and Certifications:  Provide a notarized statement that includes signature of 
entity responsible for preparing certification.  Certificates and certifications shall be 
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signed by an officer or other individual authorized to sign documents on behalf of that 
entity. 

3. Test and Inspection Reports:  Comply with requirements specified in Division 01 
Section "Quality Requirements." 

B. Manufacturer Certificates:  Prepare written statements on manufacturer's letterhead certifying 
that manufacturer complies with requirements in the Contract Documents.  Include evidence 
of manufacturing experience where required. 

C. Manufacturer's Field Reports:  Prepare written information documenting factory-authorized 
service representative's tests and inspections.  Include the following, as applicable: 

1. Statement on condition of substrates and their acceptability for installation of product. 

2. Summary of installation procedures being followed, whether they comply with 
requirements and, if not, what corrective action was taken. 

3. Results of operational and other tests and a statement of whether observed 
performance complies with requirements. 

D. Insurance Certificates and Bonds:  Prepare written information indicating current status of 
insurance or bonding coverage.  Include name of entity covered by insurance or bond, limits 
of coverage, amounts of deductibles, if any, and term of the coverage. 

PART 3 - EXECUTION 

3.1 CONTRACTOR'S REVIEW 

A. Review each submittal and check for coordination with other Work of the Contract and for 
compliance with the Contract Documents.  Note corrections and field dimensions.  Mark with 
approval stamp before submitting to Architect. 

B. Approval Stamp:  Stamp each submittal with a uniform, approval stamp.  Include Project 
name and location, submittal number, Specification Section title and number, name of 
reviewer, date of Contractor's approval, and statement certifying that submittal has been 
reviewed, checked, and approved for compliance with the Contract Documents. 

3.2 ARCHITECT'S ACTION 

A. General:  Architect will not review submittals that do not bear Contractor's approval stamp 
and will return them without action. 

B. Action Submittals:  Architect will review each submittal, make marks to indicate corrections or 
modifications required, and return it.  Architect will stamp each submittal with an action stamp 
and will mark stamp appropriately to indicate action taken. 

C. Informational Submittals:  Architect will review each submittal and will not return it, or will 
return it if it does not comply with requirements.  Architect will forward each submittal to 
appropriate party. 
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D. Partial submittals are not acceptable, will be considered nonresponsive, and will be returned 
without review. 

E. Submittals not required by the Contract Documents may not be reviewed and may be 
discarded. 

END OF SECTION 013300 
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SECTION 017700 
CLOSEOUT PROCEDURES AND SUBMITTALS 

 
 
PART 1 - GENERAL 
 
1.1 SUMMARY 
 

A. This Section includes administrative and procedural requirements for contract closeout, 
including, but not limited to, the following: 

 
1. Inspection procedures. 
2. Warranties. 
3. Final cleaning. 

 
B. See Division 01 Section "Payment Procedures" for requirements for Applications for Payment 

for Substantial and Final Completion. 
 

C. See Division 01 Section "Project Record Documents" for submitting Record Drawings, 
Record Specifications, and Record Product Data. 

 
D. See Divisions 02 through 07 Sections for specific closeout and special cleaning requirements 

for the Work in those Sections. 
 
1.2 SUBSTANTIAL COMPLETION 
 

A. Preliminary Procedures:  Before requesting inspection for determining date of Substantial 
Completion, complete the following.  List items below that are incomplete in request. 

 
1. Prepare a list of items to be completed and corrected (punch list), the value of items on 

the list, and reasons why the Work is not complete. 
2. Advise Owner of pending insurance changeover requirements. 
3. Submit specific warranties, workmanship bonds, maintenance service agreements, 

final certifications, and similar documents. 
4. Obtain and submit releases permitting Owner unrestricted use of the Work and access 

to services and utilities.   
5. Prepare and submit Project Record Documents, maintenance manuals, and similar 

final record information. 
6. Deliver tools, spare parts, extra materials, and similar items to location designated by 

Owner.  Label with manufacturer's name and model number where applicable. 
7. Terminate and remove temporary facilities from Project site, along with mockups, 

construction tools, and similar elements. 
8. Complete final cleaning requirements, including touchup painting. 
9. Touch up and otherwise repair and restore marred exposed finishes to eliminate visual 

defects. 
 

B. Inspection:  Submit a written request for inspection for Substantial Completion.  On receipt of 
request, Architect will either proceed with inspection or notify Contractor of unfulfilled 
requirements.  Architect will prepare the Certificate of Substantial Completion after inspection 
or will notify Contractor of items, either on Contractor's list or additional items identified by 
Architect, that must be completed or corrected before certificate will be issued. 
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1. Reinspection:  Request reinspection when the Work identified in previous inspections 
as incomplete is completed or corrected. 

2. Results of completed inspection will form the basis of requirements for Final 
Completion. 

 
1.3 FINAL COMPLETION 
 

A. Preliminary Procedures:  Before requesting final inspection for determining date of Final 
Completion, complete the following: Revise five subparagraphs below to match the 
Supplementary Conditions. 

 
1. Submit a final Application for Payment according to Division 01 Section "Payment 

Procedures." 
2. Submit certified copy of Architect's Substantial Completion inspection list of items to be 

completed or corrected (punch list), endorsed and dated by Architect.  The certified 
copy of the list shall state that each item has been completed or otherwise resolved for 
acceptance. 

3. Submit evidence of final, continuing insurance coverage complying with insurance 
requirements. 

4. Instruct Owner's personnel in operation, adjustment, and maintenance of products, 
equipment, and systems. 

 
B. Inspection:  Submit a written request for final inspection for acceptance.  On receipt of 

request, Architect will either proceed with inspection or notify Contractor of unfulfilled 
requirements.  Architect will prepare a final Certificate for Payment after inspection or will 
notify Contractor of construction that must be completed or corrected before certificate will be 
issued. 

 
1. Reinspection:  Request reinspection when the Work identified in previous inspections 

as incomplete is completed or corrected. 
 
1.4 LIST OF INCOMPLETE ITEMS (PUNCH LIST) 
 

A. Preparation:  Submit three copies of list.  Include name and identification of each space and 
area affected by construction operations for incomplete items and items needing correction 
including, if necessary, areas disturbed by Contractor that are outside the limits of 
construction. 

 
1.5 WARRANTIES 
 

A. Submittal Time:  Submit written warranties on request of Architect. 
 

B. Organize warranty documents into an orderly sequence based on the table of contents of the 
Project Manual. 

 
1. Bind warranties and bonds in heavy-duty, 3-ring, vinyl-covered, loose-leaf binders, 

thickness as necessary to accommodate contents, and sized to receive 8-1/2-by-11-
inch (215-by-280-mm) paper. 

2. Provide heavy paper dividers with plastic-covered tabs for each separate warranty.  
Mark tab to identify the product or installation.  Provide a typed description of the 
product or installation, including the name of the product and the name, address, and 
telephone number of Installer. 
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3. Identify each binder on the front and spine with the typed or printed title 
"WARRANTIES," Project name, and name of Contractor. 

 
C. Provide additional copies of each warranty to include in operation and maintenance manuals. 

 
 
PART 2 - PRODUCTS (NOT USED) 
 
 
PART 3 - EXECUTION 
 
3.1 FINAL CLEANING 
 

A. General:  Provide final cleaning.  Conduct cleaning and waste-removal operations to comply 
with local laws and ordinances and Federal and local environmental and antipollution 
regulations. 

 
B. Cleaning:  Employ experienced workers or professional cleaners for final cleaning.  Clean 

each surface or unit to condition expected in an average commercial building cleaning and 
maintenance program.  Comply with manufacturer's written instructions. 

 
1. Complete the following cleaning operations before requesting inspection for 

certification of Substantial Completion for entire Project or for a portion of Project: 
 

a. Clean Project site, yard, and grounds, in areas disturbed by construction 
activities, including landscape development areas, of rubbish, waste material, 
litter, and other foreign substances. 

b. Sweep areas broom clean.  Remove petrochemical spills, stains, and other 
foreign deposits. 

c. Remove tools, construction equipment, machinery, and surplus material from 
Project site. 

d. Clean exposed exterior and interior hard-surfaced finishes to a dirt-free condition, 
free of stains, films, and similar foreign substances.  Avoid disturbing natural 
weathering of exterior surfaces.  Restore reflective surfaces to their original 
condition. 

e. Remove debris and surface dust from limited access spaces, including roofs, and 
similar spaces. 

f. Touch up and otherwise repair and restore marred, exposed finishes and 
surfaces.  Replace finishes and surfaces that cannot be satisfactorily repaired or 
restored or that already show evidence of repair or restoration. 
1) Do not paint over "UL" and similar labels, including mechanical and 

electrical nameplates. 
g. Wipe surfaces of mechanical and electrical equipment and similar equipment.   
h. Leave Project clean and ready for occupancy. 

 
C. Comply with safety standards for cleaning.  Do not burn waste materials.  Do not bury debris 

or excess materials on Owner's property.  Do not discharge volatile, harmful, or dangerous 
materials into drainage systems.  Remove waste materials from Project site and dispose of 
lawfully. 

END OF SECTION 017700 
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SECTION 024119 
SELECTIVE DEMOLITION 

 
 
PART 1 - GENERAL 
 
1.1 SUMMARY 
 

A. This Section includes the following: 
 

1. Demolition and removal of selected portions of building or structure. 
2. Demolition and removal of selected site elements. 
3. Salvage of existing items to be reused or recycled. 

 
1.2 DEFINITIONS 

 
A. Remove:  Detach items from existing construction and legally dispose of them off-site, unless 

indicated to be removed and salvaged or removed and reinstalled. 
 

B. Existing to Remain:  Existing items of construction that are not to be removed and that are 
not otherwise indicated to be removed, removed and salvaged, or removed and reinstalled. 

 
1.3 QUALITY ASSURANCE 

 
A. Demolition Firm Qualifications:  An experienced firm that has specialized in demolition work 

similar in material and extent to that indicated for this Project. 
 

B. Regulatory Requirements:  Comply with governing EPA notification regulations before 
beginning selective demolition.  Comply with hauling and disposal regulations of authorities 
having jurisdiction. 

 
C. Standards:  Comply with ANSI A10.6 and NFPA 241. 

 
D. Predemolition Conference:  Conduct conference at Project site. 

 
1.4 PROJECT CONDITIONS 

 
A. Owner will occupy portions of building immediately adjacent to selective demolition area.  

Conduct selective demolition so Owner's operations will not be disrupted. 
 

B. Conditions existing at time of inspection for bidding purpose will be maintained by Owner as 
far as practical. 

 
C. Notify Architect of discrepancies between existing conditions and Drawings before 

proceeding with selective demolition. 
 

D. Hazardous Materials:  Hazardous materials may be present at certain locations in 
construction to be selectively demolished.  A report on the presence of hazardous materials 
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is on file for review and use for each project containing such materials.  Examine report to 
become aware of locations where hazardous materials are present. 

 
1. Hazardous material remediation is specified elsewhere in the Contract Documents. 
2. Do not disturb hazardous materials or items suspected of containing hazardous 

materials except under procedures specified elsewhere in the Contract Documents. 
 

E. Storage or sale of removed items or materials on-site is not permitted. 
 

F. Utility Service:  Maintain existing utilities indicated to remain in service and protect them 
against damage during selective demolition operations. 

 
1. Maintain fire-protection facilities in service during selective demolition operations. 

 
1.5 WARRANTY 

 
A. Existing Warranties:  Remove, replace, patch, and repair materials and surfaces cut or 

damaged during selective demolition, by methods and with materials so as not to void 
existing warranties. 

 
 
PART 2 - PRODUCTS (Not Used) 
 
 
PART 3 - EXECUTION 
 
3.1 EXAMINATION 

 
A. Survey existing conditions and correlate with requirements indicated to determine extent of 

selective demolition required. 
 

B. Inventory and record the condition of items to be removed and reinstalled and items to be 
removed and salvaged. 

 
C. When unanticipated mechanical, electrical, or structural elements that conflict with intended 

function or design are encountered, investigate and measure the nature and extent of 
conflict.  Promptly submit a written report to Architect. 

 
D. Engage a professional engineer to survey condition of building to determine whether 

removing any element might result in structural deficiency or unplanned collapse of any 
portion of structure or adjacent structures during selective demolition operations. 

 
E. Survey of Existing Conditions:  Record existing conditions by use of preconstruction 

photographs. 
 
3.2 UTILITY SERVICES AND MECHANICAL/ELECTRICAL SYSTEMS 

 
A. Existing Services/Systems:  Maintain services/systems indicated to remain and protect them 

against damage during selective demolition operations. 
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3.3 PREPARATION 

 
A. Site Access and Temporary Controls:  Conduct selective demolition and debris-removal 

operations to ensure minimum interference with roads, streets, walks, walkways, and other 
adjacent occupied and used facilities. 

 
1. Comply with requirements for access and protection specified in Division 01 Section 

"Temporary Facilities and Controls." 
 

B. Temporary Facilities:  Provide temporary barricades and other protection required to prevent 
injury to people and damage to adjacent buildings and facilities to remain. 

 
3.4 SELECTIVE DEMOLITION 

 
A. General:  Demolish and remove existing construction only to the extent required by new 

construction and as indicated.  Use methods required to complete the Work within limitations 
of governing regulations and as follows: 

 
1. Neatly cut openings and holes plumb, square, and true to dimensions required.  Use 

cutting methods least likely to damage construction to remain or adjoining construction.  
Use hand tools or small power tools designed for sawing or grinding, not hammering 
and chopping, to minimize disturbance of adjacent surfaces.  Temporarily cover 
openings to remain. 

2. Cut or drill from the exposed or finished side into concealed surfaces to avoid marring 
existing finished surfaces. 

3. Do not use cutting torches until work area is cleared of flammable materials.  At 
concealed spaces, such as duct and pipe interiors, verify condition and contents of 
hidden space before starting flame-cutting operations.  Maintain fire watch and portable 
fire-suppression devices during flame-cutting operations. 

4. Locate selective demolition equipment and remove debris and materials so as not to 
impose excessive loads on supporting walls, floors, or framing. 

 
B. Existing Items to Remain:  Protect construction indicated to remain against damage and 

soiling during selective demolition.  When permitted by Architect, items may be removed to a 
suitable, protected storage location during selective demolition and cleaned and reinstalled in 
their original locations after selective demolition operations are complete. 

 
3.5 DISPOSAL OF DEMOLISHED MATERIALS 

 
General:  Except for items or materials indicated to be recycled, reused, salvaged, reinstalled, or 
otherwise indicated to remain Owner's property, remove demolished materials from  
 

A. Project site and legally dispose of them in an EPA-approved landfill. 
 

B. Burning:  Do not burn demolished materials. 
 

C. Disposal:  Transport demolished materials off Owner's property and legally dispose of them. 
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3.6 CLEANING 

 
A. Clean adjacent structures and improvements of dust, dirt, and debris caused by selective 

demolition operations.  Return adjacent areas to condition existing before selective 
demolition operations began. 

 
 
 

END OF SECTION 024119 
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SECTION 028200 
ASBESTOS REMEDIATON 

 
 
PART 1 - GENERAL 
 
1.1 SUMMARY 
 

A. This Section includes the following: 
 

1. Demolition and removal of selected portions of building or structure as identified in the 
asbestos reports concerning some city buildings.  Some existing roofing to be removed 
contain asbestos as indicated in the reports. 

 
1.2 DEFINITIONS 

 
A. Remove:  Detach items from existing construction and legally dispose of them off-site. 

 
B. Division 2 Selective Demolition. 

 
C. Existing to Remain:  Existing items of construction that are not to be removed and that are 

not otherwise indicated to be removed, removed and salvaged, or removed and reinstalled. 
 
1.3 SUBMITTALS 

 
A. Schedule of Selective Demolition Activities:  Indicate detailed sequence of selective 

demolition and removal work, with starting and ending dates for each activity, interruption of 
utility services, use of elevator and stairs, and locations of temporary partitions and means of 
egress. 

 
B. Predemolition Photographs:  Show existing conditions of adjoining construction and site 

improvements, including finish surfaces, that might be misconstrued as damage caused by 
selective demolition operations.   

 
C. Landfill Records:  Indicate receipt and acceptance of hazardous wastes by a landfill facility 

licensed to accept hazardous wastes. 
 

1. Comply with submittal requirements in Division 01 Section "Construction Waste 
Management and Disposal." 

 
1.4 QUALITY ASSURANCE 

 
A. Demolition Firm Qualifications:  An experienced firm that has specialized in demolition work 

similar in asbestos containing material and extent to that indicated for this Project. 
 

B. Regulatory Requirements:  Comply with governing EPA notification regulations before 
beginning selective demolition.  Comply with hauling and disposal regulations of authorities 
having jurisdiction. 
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C. Standards:  Comply with ANSI A10.6 and NFPA 241. 
 

D. Predemolition Conference:  Conduct conference at  Project site. 
 
1.5 PROJECT CONDITIONS 

 
A. Owner will occupy portions of building immediately adjacent to selective demolition area.  

Conduct selective demolition so Owner's operations will not be disrupted. 
 

B. Notify Architect of discrepancies between existing conditions and Drawings before 
proceeding with selective demolition. 

 
1. If additional areas suspected of containing hazardous materials are encountered, do 

not disturb; immediately notify Architect.  City of Fort Lauderdale will verify hazardous 
materials and modify contract as appropriate to cover additional work. 

 
C. Hazardous Materials:  Hazardous materials are present in some construction sites to be 

selectively demolished.  A report on the presence of hazardous materials is on file for review 
and use.  Examine report to become aware of locations where hazardous materials are 
present. 

 
1. Do not disturb hazardous materials or items suspected of containing hazardous 

materials except under procedures specified elsewhere in the Contract Documents. 
 
1.6 WARRANTY 

 
A. Existing Warranties:  Remove, replace, patch, and repair materials and surfaces cut or 

damaged during selective demolition, by methods and with materials so as not to void 
existing warranties. 

 
 
PART 2 - EXECUTION 
 
2.1 EXAMINATION 

 
A. Survey existing conditions and correlate with requirements indicated to determine extent of 

selective demolition required. 
 

B. Survey of Existing Conditions:  Record existing conditions by use of preconstruction 
photographs. 

 
1. Comply with requirements specified in Division 01 Section "Construction Progress 

Documentation." 
 

C. Existing Services/Systems:  Maintain services/systems indicated to remain and protect them 
against damage during selective demolition operations. 
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2.2 PREPARATION 

 
A. Site Access and Temporary Controls:  Conduct selective demolition and debris-removal 

operations to ensure minimum interference with roads, streets, walks, walkways, and other 
adjacent occupied and used facilities. Comply with requirements for access and protection 
specified in Division 01 Section "Temporary Facilities and Controls." 

 
B. Temporary Facilities:  Provide temporary barricades and other protection required to prevent 

injury to people and damage to adjacent buildings and facilities to remain. 
 

1. Dispose of demolished items and materials promptly. Clean salvaged items. 
 

C. Existing Items to Remain:  Protect construction indicated to remain against damage and 
soiling during selective demolition.  When permitted by Architect, items may be removed to a 
suitable, protected storage location during selective demolition and cleaned and reinstalled in 
their original locations after selective demolition operations are complete. 

 
2.3 DISPOSAL OF DEMOLISHED MATERIALS 

 
A. General:  remove demolished materials from Project site and legally dispose of them in an 

EPA-approved landfill. 
 

1. Comply with requirements specified in Division 01 Section "Construction Waste 
Management and Disposal." 

 
B. Disposal:  Transport demolished materials off Owner's property and legally dispose of them. 

 
2.4 CLEANING 

 
A. Clean adjacent structures and improvements of dust, dirt, and debris caused by selective 

demolition operations.  Return adjacent areas to condition existing before selective 
demolition operations began. 

 
 
 

END OF SECTION 028200 
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SECTION 073113 
ASPHALT SHINGLES 

PART 1 - GENERAL 

1.1 SUMMARY 

A. This Section includes the following, to match the existing pattern and colors where indicated 
to be a repair or patch situation: 
1. Asphalt shingles. 
2. Felt underlayment. 
3. Self-adhering sheet underlayment. 
4. Ridge vents. 

1.2 SUBMITTALS 

A. Product Data:  For each product indicated. 

B. Samples:  For asphalt shingles, ridge and hip cap shingles, and ridge vent. 

C. Product test reports. 

D. Research/evaluation reports. 

1.3 QUALITY ASSURANCE 

A. Source Limitations:  Obtain ridge and hip cap shingles ridge vents felt underlayment and self-
adhering sheet underlayment through one source from a single asphalt shingle 
manufacturer. 

B. Fire-Test-Response Characteristics:  Provide asphalt shingle and related roofing materials 
with the fire-test-response characteristics indicated, as determined by testing identical 
products per test method below by UL or another testing and inspecting agency acceptable 
to authorities having jurisdiction.  Identify materials with appropriate markings of applicable 
testing and inspecting agency. 

1. Exterior Fire-Test Exposure:  Class A; ASTM E 108 or UL 790, for application and roof 
slopes indicated. 

C. Preinstallation Conference:  Conduct conference at place to be determined. 

1.4 WARRANTY 

A. Warranty:  Manufacturer's standard form in which manufacturer agrees to repair or replace 
asphalt shingles that fail in materials within specified warranty period. 

1. Material Warranty Period:  30 years from date of Substantial Completion, prorated, with 
first 5 years nonprorated. 
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2. Algae-Discoloration Warranty Period:  Asphalt shingles will not discolor 10 years from 
date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. In other Part 2 articles where titles below introduce lists, the following requirements apply to 
product selection: 

1. Available Products:  Subject to compliance with requirements, products that may be 
incorporated into the Work include, but are not limited to, products specified. 

2. Products:  Subject to compliance with requirements, provide one of the products 
specified. 

2.2 GLASS-FIBER-REINFORCED ASPHALT SHINGLES 

A. Laminated-Strip Asphalt Shingles:  ASTM D 3462, laminated, multi-ply overlay construction, 
glass-fiber reinforced, mineral-granule surfaced, and self-sealing. 

1. Available Products: 

a. Atlas Roofing Corporation;  
b. Celotex Corporation;  
c. CertainTeed Corporation;  
d. Elk Corporation of Dallas;  
e. EMCO Limited, Building Products Division;  
f. GAF Materials Corporation;  
g. Georgia-Pacific Corporation;  
h. Globe Building Materials, Inc.;  
i. IKO;  
j. Malarkey Roofing Company;  
k. Owens Corning;  
l. PABCO Roofing Products;  
m. TAMKO Roofing Products, Inc.;  

B. Multitab-Strip Asphalt Shingles:  ASTM D 3462, glass-fiber reinforced, mineral-granule 
surfaced, and self-sealing. 

1. Available Products: 

a. Atlas Roofing Corporation;  
b. CertainTeed Corporation;  
c. GAF Materials Corporation;  
d. Georgia-Pacific Corporation;  
e. Globe Building Materials, Inc.;  
f. IKO;  
g. Malarkey Roofing Company;  
h. Owens Corning;  
i. PABCO Roofing Products;  
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j. TAMKO Roofing Products, Inc.;  

2. Tab Arrangement:  Four tab, regularly spaced or as indicated through existing 
conditions to be verified. 

C. Hip and Ridge Shingles:  [Manufacturer's standard units to match asphalt shingles] [Site-
fabricated units cut from asphalt shingle strips.  Trim each side of lapped portion of unit to 
taper approximately 1 inch(25 mm)]. 

2.3 UNDERLAYMENT MATERIALS 

A. Felts:  ASTM D 226 or ASTM D 4869, Type I, asphalt-saturated organic felts, nonperforated. 

B. Self-Adhering Sheet Underlayment, Granular Surfaced:  ASTM D 1970, minimum of 55-mil-
(1.4-mm-) thick sheet; glass-fiber-mat-reinforced, SBS-modified asphalt; mineral-granule 
surfaced; with release paper backing; cold applied. 

C. Self-Adhering Sheet Underlayment, Polyethylene Faced:  ASTM D 1970, minimum of 40-mil-
(1.0- mm-) thick, slip-resisting, polyethylene-film-reinforced top surface laminated to SBS-
modified asphalt adhesive, with release paper backing; cold applied. 

2.4 RIDGE VENTS 

A. Rigid Ridge Vent:  Manufacturer's standard rigid section high-density polypropylene or other 
UV-stabilized plastic ridge vent with nonwoven geotextile filter strips and with external 
deflector baffles; for use under ridge shingles. 

1. Available Products: 

a. Air Vent Inc., a CertainTeed Company; ShingleVent II. 
b. Cor-A-Vent, Inc.; V-Series. 
c. GAF Materials Corporation; Cobra Rigid Vent II. 
d. Globe Building Materials, Inc.; SmartAir Ridge Vent. 
e. Lomanco, Inc.; OR-4. 
f. Mid-America Building Products; RidgeMaster Plus. 
g. Obdyke, Benjamin Incorporated; Xtractor Vent X18. 
h. Owens Corning; VentSure Ridge Vent. 
i. Ridglass Manufacturing Company, Inc.; Coolvent. 
j. Solar Group, Inc. (The), a Gibraltar Company; PRV4. 
k. Trimline Building Products; Trimline Ridge Vent. 

2.5 ACCESSORIES 

A. Asphalt Roofing Cement:  ASTM D 4586, Type II, asbestos free. 

B. Roofing Nails:  ASTM F 1667; aluminum, stainless-steel, copper, or hot-dip galvanized steel 
wire shingle nails, minimum 0.120-inch-(3-mm-) diameter, barbed shank, sharp-pointed, with 
a minimum 3/8-inch-(9.5-mm-) diameter flat head and of sufficient length to penetrate 3/4 
inch(19 mm) into solid wood decking or extend at least 1/8 inch(3 mm) through OSB or 
plywood sheathing. 
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1. Where nails are in contact with metal flashing, use nails made from same metal as 
flashing. 

C. Felt Underlayment Nails:  Aluminum, stainless-steel, or hot-dip galvanized steel wire with low 
profile capped heads or disc caps, 1-inch(25-mm) minimum diameter. 

2.6 METAL FLASHING AND TRIM 

A. Sheet Metal Flashing and Trim:  Comply with requirements in Division 07 Section "Sheet 
Metal Flashing and Trim." 

1. Sheet Metal:  Stainless steel Zinc-tin alloy-coated stainless steel, Zinc-coated 
(galvanized) steel. 

B. Fabricate sheet metal flashing and trim to comply with recommendations in SMACNA's 
"Architectural Sheet Metal Manual" that apply to design, dimensions, metal, and other 
characteristics of item. 

PART 3 - EXECUTION 

3.1 UNDERLAYMENT INSTALLATION 

A. Single-Layer Felt Underlayment:  Install single layer of felt underlayment on roof deck 
perpendicular to roof slope in parallel courses.  Lap sides a minimum of 2 inches(50 mm) 
over underlying course.  Lap ends a minimum of 4 inches(100 mm).  Stagger end laps 
between succeeding courses at least 72 inches(1830 mm).  Fasten with felt underlayment 
roofing nails. 

1. Install felt underlayment on roof deck not covered by self-adhering sheet underlayment.  
Lap sides of felt over self-adhering sheet underlayment not less than 3 inches(75 mm) 
in direction to shed water.  Lap ends of felt not less than 6 inches(150 mm) over self-
adhering sheet underlayment. 

B. Double-Layer Felt Underlayment:  Install double layers of felt underlayment on roof deck 
perpendicular to roof slope in parallel courses.  Install a 19-inch-(485-mm-) wide starter 
course at eaves and completely cover with full-width second course.  Install succeeding 
courses lapping previous courses 19 inches(485 mm) in shingle fashion.  Lap ends a 
minimum of 6 inches(150 mm).  Stagger end laps between succeeding courses at least 72 
inches(1830 mm).  Fasten with felt underlayment roofing nails. 

1. Install felt underlayment on roof sheathing not covered by self-adhering sheet 
underlayment.  Lap edges over self-adhering sheet underlayment not less than 3 
inches(75 mm) in direction to shed water. 

C. Self-Adhering Sheet Underlayment:  Install self-adhering sheet underlayment, wrinkle free, 
on roof deck.  Comply with low-temperature installation restrictions of underlayment 
manufacturer if applicable.  Install at locations indicated, lapped in direction to shed water.  
Lap sides not less than 3-1/2 inches(89 mm).  Lap ends not less than 6 inches(150 mm) 
staggered 24 inches(600 mm) between courses.  Roll laps with roller.  Cover underlayment 
within seven days. 
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3.2 METAL FLASHING INSTALLATION 

A. General:  Install metal flashings and other sheet metal to comply with requirements in 
Division 07 Section "Sheet Metal Flashing and Trim." 

1. Install metal flashings according to recommendations in ARMA's "Residential Asphalt 
Roofing Manual" and asphalt shingle recommendations in NRCA's "The NRCA Roofing 
and Waterproofing Manual." 

3.3 ASPHALT SHINGLE INSTALLATION 

A. Install asphalt shingles according to manufacturer's written instructions, recommendations in 
ARMA's "Residential Asphalt Roofing Manual," and asphalt shingle recommendations in 
NRCA's "The NRCA Roofing and Waterproofing Manual." 

B. Install starter strip along lowest roof edge, consisting of an asphalt shingle strip at least 7 
inches(175 mm) wide with self-sealing strip face up at roof edge. 

1. Extend asphalt shingles 1/2 inch(13 mm) over fascia at eaves and rakes. 

C. Install first and remaining courses of asphalt shingles stair-stepping diagonally across roof 
deck with manufacturer's recommended offset pattern at succeeding courses, maintaining 
uniform exposure. 

D. Fasten asphalt shingle strips with a minimum of six roofing nails located according to 
manufacturer's written instructions to maintain code hurricane requirement. 

E. Woven Valleys:  Extend succeeding asphalt shingle courses from both sides of valley 12 
inches(300 mm) beyond center of valley, weaving intersecting shingle-strip courses over 
each other.  Use one-piece shingle strips without joints in the valley. 

F. Closed-Cut Valleys:  Extend asphalt shingle strips from one side of valley 12 inches(300 mm) 
beyond center of valley.  Use one-piece shingle strips without joints in the valley.  Fasten 
with extra nail in upper end of shingle.  Install asphalt shingle courses from other side of 
valley and cut back to a straight line 2 inches(50 mm) short of valley centerline.  Trim upper 
concealed corners of cut-back shingle strips. 

1. Do not nail asphalt shingles within 6 inches(150 mm) of valley center. 
2. Set trimmed, concealed-corner asphalt shingles in a 3-inch-(75-mm-) wide bed of 

asphalt roofing cement. 

G. Open Valleys:  Cut and fit asphalt shingles at open valleys, trimming upper concealed 
corners of shingle strips.  Maintain uniform width of exposed open valley from highest to 
lowest point. 

1. Set valley edge of asphalt shingles in a 3-inch-(75-mm-) wide bed of asphalt roofing 
cement. 

2. Do not nail asphalt shingles to metal open valley flashings. 

H. Ridge Vents:  Install continuous ridge vents over asphalt shingles according to 
manufacturer's written instructions.  Fasten with roofing nails of sufficient length to penetrate 
sheathing. 
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I. Ridge and Hip Cap Shingles:  Maintain same exposure of cap shingles as roofing shingle 
exposure.  Lap cap shingles at ridges to shed water away from direction of prevailing winds.  
Fasten with roofing nails of sufficient length to penetrate sheathing. 

 

 
END OF SECTION 073113 
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SECTION 073213 
CLAY ROOF TILES 

 
 
PART 1 - GENERAL 
 
1.1 SUMMARY 

A. This Section includes the following: 
1. Clay roof tiles. 
2. Tile accessories. 
3. Felt underlayment. 
4. Self-adhering sheet underlayment. 

1.2 SUBMITTALS 

A. Product Data:  For each type of product indicated. 

B. Samples:  For each type of clay tile, clay tile accessory, and fastening. 

C. Research/evaluation reports. 

D. Maintenance data. 

1.3 QUALITY ASSURANCE 

A. Fire-Test-Response Characteristics:  Provide clay tiles and related roofing materials with the 
fire-test-response characteristics indicated, as determined by testing identical products per 
test method indicated below by UL or another testing and inspecting agency acceptable to 
authorities having jurisdiction.  Identify materials with appropriate markings of applicable 
testing and inspecting agency. 

1. Exterior Fire-Test Exposure:  Class A; UL 790 or ASTM E 108 for application and roof 
slopes indicated. 

B. Preinstallation Conference:  Conduct conference at to be determined at time of contract. 

PART 2 - PRODUCTS 

2.1 CLAY TILES 

A. Available Products:  Subject to compliance with requirements, products that may be 
incorporated into the Work include, but are not limited to, the following: 

B. Products:  Subject to compliance with requirements, provide one of the following: 

1. Altusa/Interclay, Corp.;. 
2. Ameri-Clay Roof Tile;. 
3. Claymex Brick & Tile Co.;. 
4. Deleo Clay Tile;. 
5. D'Hanis Brick & Tile Company;. 
6. Gladding, McBean, Div. of Pacific Coast Building Products, Inc.;. 
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7. International Roofing Products, Inc.;. 
8. Ludowici Roof Tile, Inc.;. 
9. MCA Tile;. 
10. US Tile Co.;. 
11. Zion Tile Corp.;. 
 

C. Clay Tile:  ASTM C 1167, molded- or extruded-clay roof tile units of shape and configuration 
indicated, kiln fired to vitrification, and free of surface imperfections.  Provide with fastening 
holes prepunched at factory before firing. 

1. Durability:  Grade 1. 
2. High-Profile Shape:  Type I, Spanish or S straight mission, two piece straight barrel 

mission, two piece. 
3. Flat Shape:  Type III, flat shingle flat interlocking. 
4. High Low-Profile-Shape Clay Tile Accessories:  Ridge vent ridge end hip and hip 

starter header course L-shaped rake edge roll rake edge starter end band terminal 
eave closure and top fixture units, color to match roof tile. 

5. Flat-Shape Clay Tile Accessories:  Ridge and closed ridge end hip and hip starter 
header course L-shaped rake edge starter end band and terminal units, color to match 
roof tile. 

2.2 ACCESSORIES 

A. Asphalt Roofing Cement:  ASTM D 4586, Type II, asbestos free. 

B. Cold-Applied Adhesive:  Manufacturer's standard asphalt-based, one- or two-part, asbestos-
free, cold-applied adhesive specially formulated for compatibility and use with 
underlayments. 

C. Foam Adhesive:  Two-component polyurethane expanding adhesive recommended for 
application by tile manufacturer. 

D. Mortar:  ASTM C 270, Type M, natural color for concealed-from-view mortar. 

1. Mortar Pigment:  ASTM C 979.  Produce mortar matching the color of tile selected for 
exposed-to-view mortar. 

E. Eave Closure:  Manufacturer's standard EPDM, stainless-steel eave closure formed to shape 
of tile. 

F. Wood Nailers, Beveled Cant Strips and Battens:  Pressure treated wood. 

2.3 FASTENERS 

A. Roofing Nails:  ASTM F 1667, copper, 0.135-inch- (3.4-mm-) aluminum, 0.1055-inch- (2.7-
mm-) hot-dip galvanized steel, 0.1055-inch- (2.7-mm-) diameter shank, sharp-pointed, 
conventional roofing nails with barbed shanks; minimum 3/8-inch- (10-mm-) diameter head; 
and of sufficient length to penetrate 3/4 inch (19 mm) into wood battens solid wood decking 
roof-deck sheathing. 

B. Felt Underlayment Nails:  Aluminum, stainless-steel, or hot-dip galvanized steel wire with 
low-profile capped heads or disc caps, 1-inch (25-mm) minimum diameter. 
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C. Wood Batten Nails:  ASTM F 1667, common or box, steel wire, flat head, and smooth shank. 

D. Wire Ties:  Stainless steel, 0.083-inch (2.1-mm) minimum diameter. 

E. Twisted-Wire-Tie System:  Continuously twisted two-wire unit with loops formed at 6 inches 
(150 mm) apart, minimum 0.1-inch- (2.5-mm-) diameter brass wire and 0.06-inch- (1.5-mm-) 
diameter brass tie wires 0.1-inch- (2.5-mm-) diameter copper wire and 0.06-inch- (1.5-mm-) 
diameter brass tie wires 0.083-inch- (2.1-mm-) diameter stainless-steel wire and 0.037-inch- 
(0.94-mm-) diameter stainless-steel tie wires 0.083-inch- (2.1-mm-) diameter galvanized steel 
wire and 0.037-inch- (0.94-mm-) diameter galvanized steel tie wires, with matching-metal 
folding clip anchors. 

F. Single-Line Wire-Tie System:  Interconnecting eave-to-ridge system, minimum 0.1-inch- (2.5-
mm-) diameter brass 0.09-inch- (2.3-mm-) diameter galvanized steel wire, preformed to 
accommodate tile type and application indicated. 

G. Hook Nails:  One-piece wind lock and tile fastener system, minimum 0.1-inch- (2.5-mm-) 
diameter brass 0.09-inch- (2.3-mm-) diameter galvanized steel wire, for direct deck nailing. 

H. Tile Locks:  Brass Copper Stainless-steel Hot-dip galvanized steel, 0.1-inch- (2.5-mm-) 
diameter wire device designed to secure butt edges of cover tiles. 

I. Storm Clips:  Brass Stainless-steel Hot-dip galvanized steel strap-type, 0.04-by-1/2-inch (1.0-
by-13-mm) L-shaped retainer clips designed to secure side edges of tiles.  Provide with two 
fastener holes in base flange. 

2.4 UNDERLAYMENT MATERIALS 

A. Roof Felt Underlayment:  ASTM D 226, Type II, asphalt-saturated organic felt, unperforated. 

B. Roof Felt Underlayment:  ASTM D 2626, asphalt-saturated and -coated organic felt, dusted 
with fine mineral surfacing on both sides, unperforated. 

C. Roll Roofing Underlayment:  ASTM D 249, Type I, asphalt-saturated and -coated organic felt, 
mineral-granule surfaced. 

D. Self-Adhering Sheet Underlayment, Granular Surfaced:  ASTM D 1970, minimum of 55 mils 
(1.4 mm) thick; glass-fiber-mat-reinforced, SBS-modified asphalt; mineral-granule surfaced; 
with release-paper backing; cold applied. Provide primer for adjoining concrete or masonry 
surfaces to receive underlayment. 

E. Self-Adhering Sheet Underlayment, Polyethylene Faced:  ASTM D 1970, minimum of 40 mils 
(1.0 mm) thick; slip-resisting, polyethylene-film-reinforced top surface laminated to SBS-
modified asphalt adhesive, with release-paper backing; cold applied. Provide primer for 
adjoining concrete or masonry surfaces to receive underlayment. 

2.5 SHEET METAL FLASHING AND TRIM 

A. Sheet Metal Flashing and Trim:  Comply with requirements in Division 07 Section "Sheet 
Metal Flashing and Trim." 

1. Sheet Metal:  Stainless steel, Zinc-tin alloy-coated stainless steel, Coil-coated 
aluminum Anodized aluminum Aluminum, mill finished , Galvanized steel.24 ga. 
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PART 3 - EXECUTION 

3.1 UNDERLAYMENT INSTALLATION 

A. General:  Install underlayments according to tile manufacturer's written recommendations 
and recommendations in NRCA's "The NRCA Roofing and Waterproofing Manual." 

B. Single-Layer Roof Felt Underlayment:  Install perpendicular to roof slope in parallel courses.  
Lap sides a minimum of 2 inches (50 mm) over underlying course.  Lap ends a minimum of 4 
inches (100 mm).  Stagger end laps between succeeding courses at least 72 inches (1830 
mm).  Fasten with felt underlayment roofing nails. 

1. Install felt underlayment on roof deck not covered by self-adhering sheet underlayment.  
Lap sides not less than 3 inches (75 mm) over self-adhering sheet underlayment in 
direction to shed water.  Lap ends not less than 6 inches (150 mm) over self-adhering 
sheet underlayment. 

C. Double-Layer Roof Felt Underlayment:  Install perpendicular to roof slope in parallel courses.  
Install a 19-inch- (485-mm-) wide starter course at eaves and completely cover with full-width 
second course.  Install succeeding courses lapping previous courses 19 inches (485 mm) in 
shingle fashion.  Lap ends a minimum of 6 inches (150 mm).  Stagger end laps between 
succeeding courses at least 72 inches (1830 mm).  Fasten with roofing nails. 

1. Install roof felt underlayment on roof sheathing not covered by self-adhering sheet 
underlayment.  Lap edges not less than 3 inches (75 mm) over self-adhering sheet 
underlayment in direction to shed water. 

D. Double-Layer Roof Felt/Roll Roofing Underlayment: 

1. Install single layer of roof felt underlayment perpendicular to roof slope in parallel 
courses.  Lap sides a minimum of 2 inches (50 mm) over underlying course.  Lap ends 
a minimum of 4 inches (100 mm).  Stagger end laps between succeeding courses at 
least 72 inches (1830 mm).  Fasten with roofing nails. 

2. Install roll roofing underlayment in same direction as roof felt underlayment in parallel 
courses.  Lap ends a minimum of 6 inches (150 mm).  Stagger end laps between 
succeeding courses at least 72 inches (1830 mm). 

a. Mechanically fasten over felt underlayment. 
b. Adhere to felt underlayment with uniform coating of cold-applied adhesive. 

E. Self-Adhering Sheet Underlayment:  Install wrinkle free, complying with low-temperature 
installation restrictions of underlayment manufacturer if applicable.  Install at locations 
indicated below, lapped in direction to shed water.  Lap sides not less than 3-1/2 inches (89 
mm).  Lap ends not less than 6 inches (150 mm), staggered 24 inches (600 mm) between 
succeeding courses.  Roll laps with roller.  Cover underlayment within seven days. 

F. Double-Layer Roof Felt/Self-Adhering Sheet Underlayment: 

1. Install roof felt underlayment perpendicular to roof slope in parallel courses.  Lap sides 
a minimum of 2 inches (50 mm) over underlying course.  Lap ends a minimum of 4 
inches (100 mm).  Stagger end laps between succeeding courses at least 72 inches 
(1830 mm).  Fasten with roofing nails. 
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2. Install self-adhering sheet underlayment, wrinkle free, on roof felt underlayment.  
Comply with low-temperature installation restrictions of underlayment manufacturer if 
applicable.  Lap sides not less than 3-1/2 inches (89 mm) in direction to shed water.  
Lap ends not less than 6 inches (150 mm), staggered 24 inches (600 mm) between 
succeeding courses.  Roll laps with roller.  Cover underlayment within seven days. 

3.2 METAL FLASHING INSTALLATION 

A. General:  Install metal flashings and other sheet metal to comply with requirements in 
Division 07 Section "Sheet Metal Flashing and Trim." 

1. Install metal flashings according to tile manufacturer's written recommendations and 
recommendations in NRCA's "The NRCA Roofing and Waterproofing Manual." 

3.3 WOOD NAILERS 

A. Install wood nailers at ridges hips rakes and securely fasten to roof deck. 

B. Install beveled wood cant at eaves and securely fasten to roof deck. 

C. Install nominal 1-by-2-inch (25-by-50-mm) wood battens horizontally over 1/2-inch- (13-mm-) 
high, pressure-preservative-treated wood lath strips 48 inches (1200 mm) long with ends 
separated by 1/2 inch (13 mm) at spacing required by roof tile manufacturer and securely 
fasten to roof deck. 

1. Install nominal 1-by-2-inch (25-by-50-mm) Insert dimensions wood counter battens 
vertically spaced 24 inches (600 mm) apart and securely fasten to roof deck. 

3.4 TILE INSTALLATION 

A. General:  Install roof tiles according to manufacturer's written instructions and 
recommendations in RTI/WSRCA's "Concrete and Clay Roof Tile Design Criteria Installation 
Manual for Moderate Climate Regions," and to NRCA's "The NRCA Roofing and 
Waterproofing Manual." 

1. Maintain uniform exposure and coursing of tiles throughout roof. 
2. Extend tiles 2 inches (50 mm) over eave fasciae. 
3. Nail Fastening:  Drive nails to clear the tile so the tile hangs from the nail and is not 

drawn up. 
a. Install wire through nail holes of cut tiles that cannot be nailed directly to roof 

deck, and fasten to nails driven into deck. 
4. Wire Tie Fastening:  Install wire-tie systems and fasten tile according to manufacturer's 

written instructions. 
5. Foam-Adhesive Setting:  Install tile according to FRSA/NTRMA's "Concrete and Clay 

Roof Tile Installation Manual." 
6. Install storm clips to capture edges of longitudinal sides of tiles and securely fasten to 

roof deck. 
7. Install tile locks to support and lock overlying tile butts to underlying tiles. 
8. Cut and fit tiles neatly around roof vents, pipes, ventilators, and other projections 

through roof.  Fill voids with mortar. 
9. Install tiles with color blend approved by Architect. 
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END OF SECTION 073213 
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SECTION 073213 
CLAY ROOF TILES 

 
PART 1 - GENERAL 
 
1.1 SUMMARY 

A. This Section includes the following: 
1. Clay roof tiles. 
2. Tile accessories. 
3. Felt underlayment. 
4. Self-adhering sheet underlayment. 

1.2 SUBMITTALS 

A. Product Data:  For each type of product indicated. 

B. Samples:  For each type of clay tile, clay tile accessory, and fastening. 

C. Research/evaluation reports. 

D. Maintenance data. 

1.3 QUALITY ASSURANCE 

A. Fire-Test-Response Characteristics:  Provide clay tiles and related roofing materials with the 
fire-test-response characteristics indicated, as determined by testing identical products per 
test method indicated below by UL or another testing and inspecting agency acceptable to 
authorities having jurisdiction.  Identify materials with appropriate markings of applicable 
testing and inspecting agency. 

1. Exterior Fire-Test Exposure:  Class A; UL 790 or ASTM E 108 for application and roof 
slopes indicated. 

B. Preinstallation Conference:  Conduct conference at to be determined at time of contract. 

PART 2 - PRODUCTS 

2.1 CLAY TILES 

A. Available Products:  Subject to compliance with requirements, products that may be 
incorporated into the Work include, but are not limited to, the following: 

B. Products:  Subject to compliance with requirements, provide one of the following: 

1. Altusa/Interclay, Corp.;. 
2. Ameri-Clay Roof Tile;. 
3. Claymex Brick & Tile Co.;. 
4. Deleo Clay Tile;. 
5. D'Hanis Brick & Tile Company;. 
6. Gladding, McBean, Div. of Pacific Coast Building Products, Inc.;. 
7. International Roofing Products, Inc.;. 
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8. Ludowici Roof Tile, Inc.;. 
9. MCA Tile;. 
10. US Tile Co.;. 
11. Zion Tile Corp.;. 
 

C. Clay Tile:  ASTM C 1167, molded- or extruded-clay roof tile units of shape and configuration 
indicated, kiln fired to vitrification, and free of surface imperfections.  Provide with fastening 
holes prepunched at factory before firing. 

1. Durability:  Grade 1. 
2. High-Profile Shape:  Type I, Spanish or S straight mission, two piece straight barrel 

mission, two piece. 
3. Flat Shape:  Type III, flat shingle flat interlocking. 
4. High Low-Profile-Shape Clay Tile Accessories:  Ridge vent ridge end hip and hip 

starter header course L-shaped rake edge roll rake edge starter end band terminal 
eave closure and top fixture units, color to match roof tile. 

5. Flat-Shape Clay Tile Accessories:  Ridge and closed ridge end hip and hip starter 
header course L-shaped rake edge starter end band and terminal units, color to match 
roof tile. 

2.2 ACCESSORIES 

A. Asphalt Roofing Cement:  ASTM D 4586, Type II, asbestos free. 

B. Cold-Applied Adhesive:  Manufacturer's standard asphalt-based, one- or two-part, asbestos-
free, cold-applied adhesive specially formulated for compatibility and use with 
underlayments. 

C. Foam Adhesive:  Two-component polyurethane expanding adhesive recommended for 
application by tile manufacturer. 

D. Mortar:  ASTM C 270, Type M, natural color for concealed-from-view mortar. 

1. Mortar Pigment:  ASTM C 979.  Produce mortar matching the color of tile selected for 
exposed-to-view mortar. 

E. Eave Closure:  Manufacturer's standard EPDM, stainless-steel eave closure formed to shape 
of tile. 

F. Wood Nailers, Beveled Cant Strips and Battens:  Pressure treated wood. 

2.3 FASTENERS 

A. Roofing Nails:  ASTM F 1667, copper, 0.135-inch- (3.4-mm-) aluminum, 0.1055-inch- (2.7-
mm-) hot-dip galvanized steel, 0.1055-inch- (2.7-mm-) diameter shank, sharp-pointed, 
conventional roofing nails with barbed shanks; minimum 3/8-inch- (10-mm-) diameter head; 
and of sufficient length to penetrate 3/4 inch (19 mm) into wood battens solid wood decking 
roof-deck sheathing. 

B. Felt Underlayment Nails:  Aluminum, stainless-steel, or hot-dip galvanized steel wire with 
low-profile capped heads or disc caps, 1-inch (25-mm) minimum diameter. 
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C. Wood Batten Nails:  ASTM F 1667, common or box, steel wire, flat head, and smooth shank. 

D. Wire Ties:  Stainless steel, 0.083-inch (2.1-mm) minimum diameter. 

E. Twisted-Wire-Tie System:  Continuously twisted two-wire unit with loops formed at 6 inches 
(150 mm) apart, minimum 0.1-inch- (2.5-mm-) diameter brass wire and 0.06-inch- (1.5-mm-) 
diameter brass tie wires 0.1-inch- (2.5-mm-) diameter copper wire and 0.06-inch- (1.5-mm-) 
diameter brass tie wires 0.083-inch- (2.1-mm-) diameter stainless-steel wire and 0.037-inch- 
(0.94-mm-) diameter stainless-steel tie wires 0.083-inch- (2.1-mm-) diameter galvanized steel 
wire and 0.037-inch- (0.94-mm-) diameter galvanized steel tie wires, with matching-metal 
folding clip anchors. 

F. Single-Line Wire-Tie System:  Interconnecting eave-to-ridge system, minimum 0.1-inch- (2.5-
mm-) diameter brass 0.09-inch- (2.3-mm-) diameter galvanized steel wire, preformed to 
accommodate tile type and application indicated. 

G. Hook Nails:  One-piece wind lock and tile fastener system, minimum 0.1-inch- (2.5-mm-) 
diameter brass 0.09-inch- (2.3-mm-) diameter galvanized steel wire, for direct deck nailing. 

H. Tile Locks:  Brass Copper Stainless-steel Hot-dip galvanized steel, 0.1-inch- (2.5-mm-) 
diameter wire device designed to secure butt edges of cover tiles. 

I. Storm Clips:  Brass Stainless-steel Hot-dip galvanized steel strap-type, 0.04-by-1/2-inch (1.0-
by-13-mm) L-shaped retainer clips designed to secure side edges of tiles.  Provide with two 
fastener holes in base flange. 

2.4 UNDERLAYMENT MATERIALS 

A. Roof Felt Underlayment:  ASTM D 226, Type II, asphalt-saturated organic felt, unperforated. 

B. Roof Felt Underlayment:  ASTM D 2626, asphalt-saturated and -coated organic felt, dusted 
with fine mineral surfacing on both sides, unperforated. 

C. Roll Roofing Underlayment:  ASTM D 249, Type I, asphalt-saturated and -coated organic felt, 
mineral-granule surfaced. 

D. Self-Adhering Sheet Underlayment, Granular Surfaced:  ASTM D 1970, minimum of 55 mils 
(1.4 mm) thick; glass-fiber-mat-reinforced, SBS-modified asphalt; mineral-granule surfaced; 
with release-paper backing; cold applied. Provide primer for adjoining concrete or masonry 
surfaces to receive underlayment. 

E. Self-Adhering Sheet Underlayment, Polyethylene Faced:  ASTM D 1970, minimum of 40 mils 
(1.0 mm) thick; slip-resisting, polyethylene-film-reinforced top surface laminated to SBS-
modified asphalt adhesive, with release-paper backing; cold applied. Provide primer for 
adjoining concrete or masonry surfaces to receive underlayment. 

2.5 SHEET METAL FLASHING AND TRIM 

A. Sheet Metal Flashing and Trim:  Comply with requirements in Division 07 Section "Sheet 
Metal Flashing and Trim." 

1. Sheet Metal:  Stainless steel, Zinc-tin alloy-coated stainless steel, Coil-coated 
aluminum Anodized aluminum Aluminum, mill finished , Galvanized steel.24 ga. 
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PART 3 - EXECUTION 

3.1 UNDERLAYMENT INSTALLATION 

A. General:  Install underlayments according to tile manufacturer's written recommendations 
and recommendations in NRCA's "The NRCA Roofing and Waterproofing Manual." 

B. Single-Layer Roof Felt Underlayment:  Install perpendicular to roof slope in parallel courses.  
Lap sides a minimum of 2 inches (50 mm) over underlying course.  Lap ends a minimum of 4 
inches (100 mm).  Stagger end laps between succeeding courses at least 72 inches (1830 
mm).  Fasten with felt underlayment roofing nails. 

1. Install felt underlayment on roof deck not covered by self-adhering sheet underlayment.  
Lap sides not less than 3 inches (75 mm) over self-adhering sheet underlayment in 
direction to shed water.  Lap ends not less than 6 inches (150 mm) over self-adhering 
sheet underlayment. 

C. Double-Layer Roof Felt Underlayment:  Install perpendicular to roof slope in parallel courses.  
Install a 19-inch- (485-mm-) wide starter course at eaves and completely cover with full-width 
second course.  Install succeeding courses lapping previous courses 19 inches (485 mm) in 
shingle fashion.  Lap ends a minimum of 6 inches (150 mm).  Stagger end laps between 
succeeding courses at least 72 inches (1830 mm).  Fasten with roofing nails. 

1. Install roof felt underlayment on roof sheathing not covered by self-adhering sheet 
underlayment.  Lap edges not less than 3 inches (75 mm) over self-adhering sheet 
underlayment in direction to shed water. 

D. Double-Layer Roof Felt/Roll Roofing Underlayment: 

1. Install single layer of roof felt underlayment perpendicular to roof slope in parallel 
courses.  Lap sides a minimum of 2 inches (50 mm) over underlying course.  Lap ends 
a minimum of 4 inches (100 mm).  Stagger end laps between succeeding courses at 
least 72 inches (1830 mm).  Fasten with roofing nails. 

2. Install roll roofing underlayment in same direction as roof felt underlayment in parallel 
courses.  Lap ends a minimum of 6 inches (150 mm).  Stagger end laps between 
succeeding courses at least 72 inches (1830 mm). 

a. Mechanically fasten over felt underlayment. 
b. Adhere to felt underlayment with uniform coating of cold-applied adhesive. 

E. Self-Adhering Sheet Underlayment:  Install wrinkle free, complying with low-temperature 
installation restrictions of underlayment manufacturer if applicable.  Install at locations 
indicated below, lapped in direction to shed water.  Lap sides not less than 3-1/2 inches (89 
mm).  Lap ends not less than 6 inches (150 mm), staggered 24 inches (600 mm) between 
succeeding courses.  Roll laps with roller.  Cover underlayment within seven days. 

F. Double-Layer Roof Felt/Self-Adhering Sheet Underlayment: 

1. Install roof felt underlayment perpendicular to roof slope in parallel courses.  Lap sides 
a minimum of 2 inches (50 mm) over underlying course.  Lap ends a minimum of 4 
inches (100 mm).  Stagger end laps between succeeding courses at least 72 inches 
(1830 mm).  Fasten with roofing nails. 
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2. Install self-adhering sheet underlayment, wrinkle free, on roof felt underlayment.  
Comply with low-temperature installation restrictions of underlayment manufacturer if 
applicable.  Lap sides not less than 3-1/2 inches (89 mm) in direction to shed water.  
Lap ends not less than 6 inches (150 mm), staggered 24 inches (600 mm) between 
succeeding courses.  Roll laps with roller.  Cover underlayment within seven days. 

3.2 METAL FLASHING INSTALLATION 

A. General:  Install metal flashings and other sheet metal to comply with requirements in 
Division 07 Section "Sheet Metal Flashing and Trim." 

1. Install metal flashings according to tile manufacturer's written recommendations and 
recommendations in NRCA's "The NRCA Roofing and Waterproofing Manual." 

3.3 WOOD NAILERS 

A. Install wood nailers at ridges hips rakes and securely fasten to roof deck. 

B. Install beveled wood cant at eaves and securely fasten to roof deck. 

C. Install nominal 1-by-2-inch (25-by-50-mm) wood battens horizontally over 1/2-inch- (13-mm-) 
high, pressure-preservative-treated wood lath strips 48 inches (1200 mm) long with ends 
separated by 1/2 inch (13 mm) at spacing required by roof tile manufacturer and securely 
fasten to roof deck. 

1. Install nominal 1-by-2-inch (25-by-50-mm) Insert dimensions wood counter battens 
vertically spaced 24 inches (600 mm) apart and securely fasten to roof deck. 

3.4 TILE INSTALLATION 

A. General:  Install roof tiles according to manufacturer's written instructions and 
recommendations in RTI/WSRCA's "Concrete and Clay Roof Tile Design Criteria Installation 
Manual for Moderate Climate Regions," and to NRCA's "The NRCA Roofing and 
Waterproofing Manual." 

1. Maintain uniform exposure and coursing of tiles throughout roof. 
2. Extend tiles 2 inches (50 mm) over eave fasciae. 
3. Nail Fastening:  Drive nails to clear the tile so the tile hangs from the nail and is not 

drawn up. 
a. Install wire through nail holes of cut tiles that cannot be nailed directly to roof 

deck, and fasten to nails driven into deck. 
4. Wire Tie Fastening:  Install wire-tie systems and fasten tile according to manufacturer's 

written instructions. 
5. Foam-Adhesive Setting:  Install tile according to FRSA/NTRMA's "Concrete and Clay 

Roof Tile Installation Manual." 
6. Install storm clips to capture edges of longitudinal sides of tiles and securely fasten to 

roof deck. 
7. Install tile locks to support and lock overlying tile butts to underlying tiles. 
8. Cut and fit tiles neatly around roof vents, pipes, ventilators, and other projections 

through roof.  Fill voids with mortar. 
9. Install tiles with color blend approved by Architect. 

END OF SECTION 073213 
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SECTION 073216 
CONCRETE ROOF TILES 

 

PART 1 – GENERAL  

1.1 SUMMARY 

A. This Section includes the following: 
1. Concrete roof tiles. 
2. Tile accessories. 
3. Felt underlayment. 
4. Self-adhering sheet underlayment. 

1.2 SUBMITTALS 

A. Product Data:  For each type of product indicated. 

B. Samples:  For each type of concrete tile, concrete tile accessory, and fastening. 

C. Research/evaluation reports. 

D. Maintenance data. 

1.3 QUALITY ASSURANCE 

A. Fire-Test-Response Characteristics:  Provide concrete tiles and related roofing materials with 
the fire-test-response characteristics indicated, as determined by testing identical products 
per test method indicated below by UL or another testing and inspecting agency acceptable 
to authorities having jurisdiction.  Identify materials with appropriate markings of applicable 
testing and inspecting agency. 

1. Exterior Fire-Test Exposure:  Class A; UL 790 or ASTM E 108 for application and roof 
slopes indicated. 

B. Preinstallation Conference:  Conduct conference at Location determined at contract award. 

PART 2 -- PRODUCTS 

2.1    CONCRETE TILE 

A. Available Products:  Subject to compliance with requirements, products that may be 
incorporated into the Work include, but are not limited to, the following: 

B. Products:  Subject to compliance with requirements, provide one of the following: 

1. Bartile;. 
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2. Dectile;. 
3. Eagle Roofing Products;. 
4. Entegra Roof Tile Corp.;. 
5. Hanson Roof Tile, Inc.;. 
6. MonierLifetile;. 
7. Staco Roof Tile;. 
8. Vande Hey-Raleigh Mfg., Inc.;. 
9. Westile Roofing Products;. 
 

C. Concrete Tile:  ASTM C 1492, molded- or extruded-concrete roof tile units of shape and 
configuration indicated, with integral color, and free of surface imperfections.  Provide with 
fastening holes predrilled at factory when manufactured. 

1. High-Profile Shape:  Type I, Spanish or S. 
2. Low-Profile Shape:  Type III, flat shingle. 
3. High-Profile-Shape Concrete Tile Accessories:  Ridge ridge vent ridge end hip and hip 

starter header course L-shaped rake edge roll rake edge starter end band and terminal 
units, color to match roof tile. 

4. Low-Profile-Shape Concrete Tile Accessories:  Ridge and closed ridge end hip and hip 
starter header course L-shaped rake edge starter end band and terminal units, color to 
match roof tile. 

2.2    ACCESSORIES 

A. Asphalt Roofing Cement:  ASTM D 4586, Type II, asbestos free. 

B. Cold-Applied Adhesive:  Manufacturer's standard asphalt-based, one- or two-part, asbestos-
free, cold-applied adhesive specially formulated for compatibility and use with 
underlayments. 

C. Foam Adhesive:  Two-component polyurethane expanding adhesive recommended for 
application by tile manufacturer. 

D. Mortar:  ASTM C 270, Type M, natural color for concealed-from-view mortar. 
1. Mortar Pigment:  ASTM C 979.  Produce mortar matching the color of tile selected for 

exposed-to-view mortar. 

E. Eave Closure:  Manufacturer's standard EPDM, stainless-steel, zinc-tin alloy-coated, 
stainless-steel, coil-coated aluminum. Eave closure formed to shape of tile. 

F. Ridge Closure:  Manufacturer's standard EPDM ridge closure formed to shape of tile. 

G. Wood Nailers, Beveled Cant Strips and Battens:  Comply with requirements in for pressure-
preservative-treated wood. 

2.3   FASTENERS 

A. Roofing Nails:  ASTM F 1667, hot-dip galvanized steel, 0.1055-inch-(2.7-mm-) diameter 
shank, sharp-pointed, conventional roofing nails with barbed shanks; minimum 3/8-inch-(10-
mm-) diameter head; and of sufficient length to penetrate 3/4 inch(19 mm) into solid wood 
decking, roof deck sheathing. 
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B. Felt Underlayment Nails:  Aluminum, stainless-steel, or hot-dip galvanized steel wire with 
low-profile capped heads or disc caps, 1-inch(25-mm) minimum diameter. 

C. Wood Batten Nails:  ASTM F 1667, common or box, steel wire, flat head, and smooth shank. 

D. Wire Ties:  Copper, Brass or Stainless steel, 0.083-inch(2.1-mm) minimum diameter. 

E. Hook Nails:  One-piece wind lock and tile fastener system, minimum 0.1-inch-(2.5-mm-) ss 
0.09-inch-(2.3-mm-) diameter galvanized steel wire, for direct deck nailing. 

F. Tile Locks:  Bras, Copper, Stainless-steel or Hot-dip galvanized steel, 0.1-inch-(2.5-mm-) 
diameter wire device designed to secure butt edges of cover tiles. 

G. Storm Clips:  Brass, Stainless-steel or Hot-dip galvanized steel strap-type, 0.04-by-1/2-
inch(1.0-by-13-mm) L-shaped retainer clips designed to secure side edges of tiles.  Provide 
with two fastener holes in base flange. 

2.4  UNDERLAYMENT MATERIALS 

A. Roof Felt Underlayment:  ASTM D 226, Type II, asphalt-saturated organic felt, unperforated. 

B. Roof Felt Underlayment:  ASTM D 2626, asphalt-saturated and -coated organic felt, dusted 
with fine mineral surfacing on both sides, unperforated. 

C. Roll Roofing Underlayment:  ASTM D 249, Type I, asphalt-saturated and -coated organic felt, 
mineral-granule surfaced. 

D. Self-Adhering Sheet Underlayment, Granular Surfaced:  ASTM D 1970, minimum of 55 
mils(1.4 mm) thick; glass-fiber-mat-reinforced, SBS-modified asphalt; mineral-granule 
surfaced; with release-paper backing; cold applied. Provide primer for adjoining concrete or 
masonry surfaces to receive underlayment. 

E. Self-Adhering Sheet Underlayment, Polyethylene Faced:  ASTM D 1970, minimum of 40 
mils(1.0 mm) thick; slip-resisting, polyethylene-film-reinforced top surface laminated to SBS-
modified asphalt adhesive, with release-paper backing; cold applied. Provide primer for 
adjoining concrete or masonry surfaces to receive underlayment. 

2.5   SHEET METAL FLASHING AND TRIM 

A. Sheet Metal Flashing and Trim:  Comply with requirements in Division 07 Section "Sheet 
Metal Flashing and Trim." 

1. Sheet Metal:  Stainless steel Zinc-tin alloy-coated stainless steel Coil-coated aluminum 
Anodized aluminum or Galvanized steel. 

PART 3 - EXECUTION 

3.1   UNDERLAYMENT INSTALLATION 

A. General:  Install underlayments according to tile manufacturer's written recommendations 
and recommendations in NRCA's "The NRCA Roofing and Waterproofing Manual." 
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B. Single-Layer Roof Felt Underlayment:  Install perpendicular to roof slope in parallel courses.  
Lap sides a minimum of 2 inches(50 mm) over underlying course.  Lap ends a minimum of 4 
inches(100 mm).  Stagger end laps between succeeding courses at least 72 inches(1830 
mm).  Fasten with felt underlayment roofing nails. 

1. Install felt underlayment on roof deck not covered by self-adhering sheet underlayment.  
Lap sides not less than 3 inches(75 mm) over self-adhering sheet underlayment in 
direction to shed water.  Lap ends not less than 6 inches(150 mm) over self-adhering 
sheet underlayment. 

C. Double-Layer Roof Felt Underlayment:  Install perpendicular to roof slope in parallel courses.  
Install a 19-inch-(485-mm-) wide starter course at eaves and completely cover with full-width 
second course.  Install succeeding courses lapping previous courses 19 inches(485 mm) in 
shingle fashion.  Lap ends a minimum of 6 inches(150 mm).  Stagger end laps between 
succeeding courses at least 72 inches(1830 mm).  Fasten with felt underlayment roofing 
nails. 

1. Install roof felt underlayment on roof sheathing not covered by self-adhering sheet 
underlayment.  Lap edges not less than 3 inches(75 mm) over self-adhering sheet 
underlayment in direction to shed water. 

D. Double-Layer Roof Felt/Roll Roofing Underlayment: 

1. Install single layer of roof felt underlayment on roof deck perpendicular to roof slope in 
parallel courses.  Lap sides a minimum of 2 inches(50 mm) over underlying course.  
Lap ends a minimum of 4 inches(100 mm).  Stagger end laps between succeeding 
courses at least 72 inches(1830 mm).  Fasten with felt underlayment roofing nails. 

2. Install roll roofing underlayment in same direction as roof felt underlayment in parallel 
courses.  Lap ends a minimum of 6 inches(150 mm).  Stagger end laps between 
succeeding courses at least 72 inches(1830 mm). 

a. Mechanically fasten over felt underlayment. 
b. Adhere to felt underlayment with uniform coating of cold-applied adhesive or 

uniform coating of asphalt roofing cement. 

E. Self-Adhering Sheet Underlayment:  Install wrinkle free, complying with low-temperature 
installation restrictions of underlayment manufacturer if applicable.  Install at locations 
indicated, lapped in direction to shed water.  Lap sides not less than 3-1/2 inches(89 mm).  
Lap ends not less than 6 inches(150 mm), staggered 24 inches(600 mm) between 
succeeding courses.  Roll laps with roller.  Cover underlayment within seven days. 

F. Double-Layer Roof Felt/Self-Adhering Sheet Underlayment: 

1. Install roof felt underlayment perpendicular to roof slope in parallel courses.  Lap sides 
a minimum of 2 inches(50 mm) over underlying course.  Lap ends a minimum of 4 
inches(100 mm).  Stagger end laps between succeeding courses at least 72 
inches(1830 mm).  Fasten with felt underlayment roofing nails. 

2. Install self-adhering sheet underlayment, wrinkle free, on roof felt underlayment.  
Comply with low-temperature installation restrictions of underlayment manufacturer if 
applicable.  Lap sides not less than 3-1/2 inches(89 mm) in direction to shed water.  
Lap ends not less than 6 inches(150 mm), staggered 24 inches(600 mm) between 
succeeding courses.  Roll laps with roller.  Cover underlayment within seven days. 
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3.2   METAL FLASHING INSTALLATION 

A. General:  Install metal flashings and other sheet metal to comply with requirements in 
Division 07 Section "Sheet Metal Flashing and Trim." 

1. Install metal flashings according to tile manufacturer's written recommendations and 
recommendations in NRCA's "The NRCA Roofing and Waterproofing Manual." 

3.3    WOOD NAILERS 

A. Install wood nailers at ridges hips rakes and securely fasten to roof deck. 

B. Install beveled wood cant at eaves and securely fasten to roof deck. 

3.4  CONCRETE TILE INSTALLATION 

A. General:  Install roof tiles according to manufacturer's written instructions and 
recommendations in RTI/WSRCA's "Concrete and Clay Roof Tile Design Criteria Installation 
Manual for Moderate Climate Regions," and to NRCA's "The NRCA Roofing and 
Waterproofing Manual." 

1. Maintain uniform exposure and coursing of tiles throughout roof. 
2. Extend tiles 2 inches(50 mm) over eave fasciae. 
3. Nail Fastening:  Drive nails to clear the tile so the tile hangs from the nail and is not 

drawn up. 

a. Install wire through nail holes of cut tiles that cannot be nailed directly to roof 
deck, and fasten to nails driven into deck. 

4. Foam-Adhesive or Mortar Setting:  Install tile according to FRSA/NTRMA's "Concrete 
and Clay Roof Tile Installation Manual." 

5. Install storm clips to capture edges of longitudinal sides of tiles and securely fasten to 
roof deck. 

6. Install tile locks to support and lock overlying tile butts to underlying tiles. 
7. Cut and fit tiles neatly around roof vents, pipes, ventilators, and other projections 

through roof.  Fill voids with mortar. 
8. Install tiles with color blend approved by Architect. 

 
 
 

END OF SECTION 073216 
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SECTION 076100 

SHEET METAL ROOFING 
 
 
PART 1 - GENERAL 
 
1.1 SUMMARY 

A. This Section includes the following manufactured, custom-fabricated or on-site, roll-formed 
sheet metal roofing: 

1. Standing-seam metal roofing. 
2. Copper Metal Shingles at Gazebo structures 

1.2 PERFORMANCE REQUIREMENTS 

A. Wind-Uplift Resistance:  Capable of resisting a design negative uplift pressure as indicated 
on Drawings.  Provide clips, fasteners, and clip spacings of type indicated and with capability 
to sustain, without failure, a load equal to 3 times the design negative uplift pressure. 

B. Wind-Uplift Resistance:  Capable of producing sheet metal roofing assemblies that comply 
with UL 580 for Class 90 wind-uplift resistance.  Conform to the Florida Building Code wind 
pressure requirements. 

1. Maintain UL certification of portable roll-forming equipment for duration of sheet metal 
roofing work. 

1.3 SUBMITTALS 

A. Product Data:  For each type of underlayment product indicated. 

B. Shop Drawings:  Show layouts of sheet metal roofing, including plans, elevations, and keyed 
references to termination points. 

1. Include details for forming, joining, and securing sheet metal roofing, including pattern 
of seams, termination points, expansion joints, roof penetrations, edge conditions, 
special conditions, connections to adjoining work, and accessory items. 

C. Samples:  For each exposed finish. 

D. Roll-Forming Equipment Certificate:  Issued by UL. 

E. Product test reports. 

1.4 QUALITY ASSURANCE 

A. Installer Qualifications:  Fabricator of sheet metal roofing. 

B. Custom-Fabricated Sheet Metal Roofing Fabricator Qualifications:  Shop that employs skilled 
workers who custom-fabricate sheet metal roofing. 
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C. Roll-Formed Sheet Metal Roofing Fabricator Qualifications:  An authorized representative of 
roll-formed sheet metal roofing manufacturer for fabrication and installation of units. 

D. Sheet Metal Roofing Standard:  Comply with SMACNA's "Architectural Sheet Metal Manual." 

E. Copper Roofing Standard:  Comply with CDA's "Copper in Architecture Handbook." 

1. Substantial Completion. 

F. Preinstallation Conference:  Conduct conference at location to be determined at contract 
award. 

1.5 WARRANTY 

A. Special Warranty on Finishes:  Manufacturer's standard form in which manufacturer agrees 
to repair finish or replace sheet metal roofing that shows evidence of deterioration of factory-
applied finishes within specified warranty period. 

1. Siliconized Polyester Finish Warranty Period:  10 years from date of Substantial 
Completion. 

2. Fluoropolymer Finish Warranty Period:  20 years from date of Substantial Completion. 

B. Special Installer's Warranty:  Specified form in which Roofing Installer agrees to repair or 
replace components of custom-fabricated sheet metal roofing that fail in materials or 
workmanship within two years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 ROOFING SHEET METALS 

A. Metallic-Coated Steel Sheet Prepainted with Coil Coating:  Steel sheet metallic coated by the 
hot-dip process and prepainted by the coil-coating process to comply with 
ASTM A 755/A 755M. 

1. Zinc-Coated (Galvanized) Steel Sheet:  ASTM A 653/A 653M, G90(Z275) coating 
designation; structural quality. 

2. Aluminum-Zinc Alloy-Coated Steel Sheet:  ASTM A 792/A 792M, Class AZ50 coating 
designation, Grade 40(Class AZM150 coating designation, Grade 275); structural 
quality. 

3. Surface:  Smooth, flat finish. 
4. Thickness:  0.0276 inch(0.7 mm), unless otherwise indicated. 
5. Exposed Finishes: 

a. Siliconized-Polyester Coating:  Dry film thickness of not less than 0.2 mil(0.005 
mm) for epoxy primer and 0.8 mil(0.02 mm) for topcoat. 
1) Color:  Match Architect's samples or to match existing for repair. 

b. High-Performance Organic Finish:  Three-coat thermocured system with 
fluoropolymer coats containing not less than 70 percent polyvinylidene fluoride 
resin by weight; complying with physical properties and coating performance 
requirements of AAMA  2605, except as modified below: 
1) Humidity Resistance:  2000 hours. 
2) Salt-Spray Resistance:  2000 hours. 
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3) Color:  As selected by Architect from manufacturer's full range or to match 
existing conditions where repair.. 

c. Factory Prime Coating:  White or light-colored, factory-applied, baked-on epoxy 
primer coat. 

B. Aluminum Sheet:  Coil-coated sheet, ASTM B 209(ASTM B 209M), alloy as standard with 
manufacturer, with temper as required to suit forming operations and structural performance 
required. 

1. Surface:  Smooth, flat finish. 
2. Thickness:  0.040 inch(1.0 mm), unless otherwise indicated. 
3. Exposed Finishes: 

a. Siliconized-Polyester Coating:  Dry film thickness of not less than 0.2 mil(0.005 
mm) for epoxy primer and 0.8 mil(0.02 mm) for topcoat. 
1) Color:  Match Architect's samples or match existing conditions. 

b. High-Performance Organic Finish:  Three-coat thermocured system with 
fluoropolymer coats containing not less than 70 percent polyvinylidene fluoride 
resin by weight; complying with AAMA  2605. 
1) Color:  Match Architect's samples or match existing as required. 

c. Factory Prime Coating:  White or light-colored, factory-applied, baked-on epoxy 
primer coat. 

C. Copper Roofing Tiles:  ASTM B 370, cold-rolled copper sheet, H00 temper, unless otherwise 
indicated. 

1. Panel / Tile dimension to match existing panel / tile dimension and style / manufacturer, 
Solid copper by "Berridge", "Victorian" Manufacturing Co. (or match existing) to match 
existing tile finishes. 

2.2 UNDERLAYMENT MATERIALS 

A. Polyethylene Sheet:  6-mil-(0.15-mm-) thick polyethylene sheet complying with 
ASTM D 4397. 

B. Felts:  ASTM D 226, Type  II (No. 30), asphalt-saturated organic felts. 

C. Self-Adhering, Granular-Faced Sheet:  ASTM D 1970, 55 mils(1.4 mm) thick minimum, 
consisting of glass-fiber-mat reinforcing and SBS-modified asphalt, granule faced, with 
release- paper backing; cold applied.  Provide primer when recommended by underlayment 
manufacturer. 

D. Self-Adhering, Polyethylene-Faced Sheet:  ASTM D 1970, 40 mils(1.0 mm) thick minimum, 
consisting of slip-resisting polyethylene-film reinforcing and top surface laminated to SBS-
modified asphalt adhesive, with release-paper backing; cold applied. 

2.3 MISCELLANEOUS MATERIALS 

A. Fasteners:  Self-tapping screws, self-locking rivets and bolts, and other suitable fasteners 
designed to withstand design loads. 

City of Fort Lauderdale Bid 662-9465

Apr 24, 2006 4:39:39 PM EDT p. 111



STEEP SLOPE RE-ROOFING AND REPAIR PROJECTS REBID PROJECT 16059-B 
 
 

 
CS/rp/P16059-B Rebid/86 

1. Nails for Copper Roofing:  Copper, hardware bronze, or Series 300 stainless steel, 
0.109 inch(2.8 mm) minimum and not less than 7/8 inch(22 mm) long, barbed with 
large head. 

2. Exposed Fasteners:  Heads matching color of sheet metal roofing by means of plastic 
caps or factory-applied coating. 

3. Fasteners for Flashing and Trim:  Blind fasteners or self-drilling screws with hex 
washer head. 

4. Blind Fasteners:  High-strength aluminum or stainless-steel rivets. 

B. Sealing Tape:  Pressure-sensitive, 100 percent solids, polyisobutylene compound sealing 
tape with release-paper backing.  Provide permanently elastic, nonsag, nontoxic, nonstaining 
tape. 

C. Elastomeric Joint Sealant:  ASTM C 920, of base polymer, type, grade, class, and use 
classifications required to produce joints in sheet metal roofing that will remain weathertight. 

D. Expansion-Joint Sealant:  For hooked-type expansion joints, which must be free to move, 
provide nonsetting, nonhardening, nonmigrating, heavy-bodied polyisobutylene sealant. 

E. Bituminous Coating:  Cold-applied asphalt mastic, SSPC-Paint 12, compounded for 15-
mil(0.4-mm) dry film thickness per coat. 

2.4 ACCESSORIES 

A. Sheet Metal Roofing Accessories:  Provide components required for a complete sheet metal 
roofing assembly including trim, copings, fasciae, corner units, ridge closures, clips, 
flashings, sealants, gaskets, fillers, closure strips, and similar items.  Match material and 
finish of sheet metal roofing, unless otherwise indicated. 

1. Clips:  Minimum 0.0625-inch-(1.6-mm-) thick, stainless-steel panel clips designed to 
withstand negative-load requirements. 

2. Cleats:  Mechanically seamed cleats formed from the following material: 

a. Metallic-Coated Steel Roofing:  0.0250-inch-(0.65-mm-) thick, stainless-steel or 
nylon-coated aluminum sheet. 

3. Closures:  Closed-cell, expanded, cellular, rubber or crosslinked, polyolefin-foam or 
closed-cell laminated polyethylene; minimum 1-inch-(25-mm-) thick, flexible closure 
strips; cut or premolded to match sheet metal roofing profile.  Provide closure strips 
where indicated or necessary to ensure weathertight construction. 

B. Flashing and Trim:  Formed from 0.0179-inch-(0.45-mm-) thick, metallic-coated steel sheet.  
Provide flashing and trim as required to seal against weather and to provide finished 
appearance.  Locations include, but are not limited to, eaves, rakes, corners, bases, framed 
openings, ridges, fasciae, and fillers.  Finish flashing and trim with same finish system as 
adjacent sheet metal roofing. 

C. Gutters:  Formed from 0.0179-inch-(0.45-mm-) thick, metallic-coated steel sheet.  Match 
profile of gable trim, complete with end pieces, outlet tubes, and other special pieces as 
required.  Fabricate in minimum 96-inch-(2400-mm-) long sections, sized according to 
SMACNA's "Architectural Sheet Metal Manual." Furnish gutter supports spaced 36 
inches(900 mm) o.c., fabricated from same metal as gutters.  Provide bronze, copper, or 
aluminum wire ball strainers at outlets.  Finish gutters to match roof fascia and rake trim. 
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D. Downspouts:  Formed from 0.0179-inch-(0.45-mm-) thick, metallic-coated steel sheet; in 10-
foot-(3-m-) long sections, complete with formed elbows and offsets.  Finish downspouts to 
match sheet metal roofing. 

2.5 EQUIPMENT 

A. Portable Roll-Forming Equipment:  Manufacturer's standard UL-certified equipment capable 
of forming sheet metal roofing in profiles indicated. 

1. Available Manufacturers:  Subject to compliance with requirements, manufacturers 
offering products that may be incorporated into the Work include, but are not limited to, 
the following: 

2. Manufacturers:  Subject to compliance with requirements, provide products by one of 
the following: 

a. Berridge Manufacturing Company. 
b. Fabral, Inc. 
c. Flexospan Steel Buildings, Inc. 
d. Metal-Fab Manufacturing, LLC. 
e. Morin Corporation; a Metecno Group Company. 

2.6 FABRICATION 

A. General:  Custom fabricate sheet metal roofing to comply with details shown and 
recommendations in SMACNA's "Architectural Sheet Metal Manual" that apply to the design, 
dimensions (pan width and seam height), geometry, metal thickness, and other 
characteristics of installation indicated.  Fabricate sheet metal roofing and accessories at the 
shop to greatest extent possible. 

1. Standing-Seam Roofing:  Form standing-seam pans with finished seam height of 1-1/2 
inches(38 mm) or as indicated. 

B. General:  Fabricate roll-formed sheet metal roofing panels to comply with details shown and 
roll-formed sheet metal roofing manufacturer's written instructions. 

C. Fabricate sheet metal roofing to allow for expansion in running work sufficient to prevent 
leakage, damage, and deterioration of the Work.  Form exposed sheet metal work to fit 
substrates without excessive oil canning, buckling, and tool marks, true to line and levels 
indicated, and with exposed edges folded back to form hems. 

1. Lay out sheet metal roofing so cross seams, when required, are made in direction of 
flow with higher pans overlapping lower pans.  Stagger cross seams. 

2. Fold and cleat eaves and transverse seams in the shop. 
3. Form and fabricate sheets, seams, strips, cleats, valleys, ridges, edge treatments, 

integral flashings, and other components of metal roofing to profiles, patterns, and 
drainage arrangements shown and as required for leakproof construction. 

D. Metal Protection:  Where dissimilar metals will contact each other, protect against galvanic 
action by painting contact surfaces with bituminous coating, by applying rubberized-asphalt 
underlayment to each contact surface, or by other permanent separation as recommended 
by manufacturers of dissimilar metals or by fabricator. 
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E. Sheet Metal Accessories:  Custom fabricate flashings and trim to comply with 
recommendations in SMACNA's "Architectural Sheet Metal Manual" that apply to design, 
dimensions, metal, and other characteristics of item indicated.  Obtain field measurements 
for accurate fit before shop fabrication. 

2.7 FINISHES 

A. Copper Shingle Finishes:  Mill Brushed satin, CDA M32-06x; clear organic coating as to 
match existing shingle finish conditions. 

1. Clear, Organic Coating:  Clear, air-drying, acrylic lacquer; total thickness of 1 mil(0.025 
mm) or as per manufacturer of existing roof. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Install flashings and other sheet metal to comply with requirements specified in Division 07 
Section "Sheet Metal Flashing and Trim." 

3.2 UNDERLAYMENT INSTALLATION 

A. Polyethylene Sheet Underlayment:  Install polyethylene sheet on roof sheathing under sheet 
metal roofing.  Use adhesive for anchorage.  Apply at locations indicated on Drawings or 
existing conditions, in shingle fashion to shed water, with lapped and taped joints of not less 
than 2 inches(50 mm). 

B. Felt Underlayment:  Install felt underlayment and building-paper slip sheet on roof sheathing 
under sheet metal roofing.  Use adhesive for temporary anchorage.  Apply at locations 
indicated on Drawings or existing conditions, in shingle fashion to shed water, with lapped 
joints of not less than 2 inches(50 mm). 

C. Self-Adhering Sheet Underlayment:  Install self-adhering sheet underlayment, wrinkle free, 
on roof sheathing under sheet metal roofing.  Comply with temperature restrictions of 
underlayment manufacturer for installation; use primer rather than nails for installing 
underlayment at low temperatures.  Apply over entire roof at locations indicated on Drawings, 
in shingle fashion to shed water, with end laps of not less than 6 inches(150 mm) staggered 
24 inches(600 mm) between courses.  Overlap side edges not less than 3-1/2 inches(90 
mm). Extend underlayment into gutter trough. Roll laps with roller.  Cover underlayment 
within 14 days. 

D. Apply slip sheet over underlayment before installing sheet metal roofing. 

3.3 INSTALLATION, GENERAL 

A. General:  Install sheet metal roofing perpendicular to purlins or supports.  Anchor sheet metal 
roofing and other components of the Work securely in place, with provisions for thermal and 
structural movement.  Install fasteners, solder, welding rods, protective coatings, separators, 
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sealants, and other miscellaneous items as required for a complete roofing system and as 
recommended by fabricator for sheet metal roofing. 

1. Field cutting of sheet metal roofing by torch is not permitted. 
2. Rigidly fasten eave end of sheet metal roofing and allow ridge end free movement due 

to thermal expansion and contraction.  Predrill roofing. 
3. Provide metal closures at peaks rake edges rake walls and each side of ridge and hip 

caps. 
4. Flash and seal sheet metal roofing with weather closures at eaves, rakes, and at 

perimeter of all openings.  Fasten with self-tapping screws. 
5. Locate roofing splices over, but not attached to, structural supports.  Stagger roofing 

splices and end laps to avoid a four-panel lap splice condition. 
6. Lap metal flashing over sheet metal roofing to allow moisture to run over and off the 

material. 

B. Fasteners:  Use fasteners of sizes that will not penetrate completely through substrate. 

1. Steel Roofing:  Use stainless-steel fasteners. 
2. Aluminum Roofing:  Use aluminum or stainless-steel fasteners. 
3. Copper Roofing:  Use copper, hardware bronze, or stainless-steel fasteners. 

C. Metal Protection:  Where dissimilar metals will contact each other or corrosive substrates, 
protect against galvanic action by painting contact surfaces with bituminous coating, by 
applying rubberized-asphalt underlayment to each contact surface, or by other permanent 
separation as recommended by fabricator of sheet metal roofing or manufacturers of 
dissimilar metals. 

1. Coat back side of uncoated aluminum and sheet metal roofing with bituminous coating 
where roofing will contact wood, ferrous metal, or cementitious construction. 

D. Conceal fasteners and expansion provisions where possible in exposed work and locate to 
minimize possibility of leakage.  Cover and seal fasteners and anchors as required for a tight 
installation. 

3.4 CUSTOM-FABRICATED SHEET METAL ROOFING INSTALLATION 

A. Fabricate and install work with lines and corners of exposed units true and accurate.  Form 
exposed faces flat and free of buckles, excessive waves, and avoidable tool marks, 
considering temper and reflectivity of metal.  Provide uniform, neat seams with minimum 
exposure of solder, welds, and sealant.  Fold back sheet metal to form a hem on concealed 
side of exposed edges, unless otherwise indicated. 

1. Install cleats to hold sheet metal panels in position.  Attach each cleat with two 
fasteners to prevent rotation. 

2. Nail cleats not more than 12 inches(300 mm) o.c.  Bend tabs over nails. 

B. Seal joints as shown and as required for leakproof construction.  Provide low-slope 
transverse seams using cleats where backup of moisture may occur. 

1. Prepare joints and apply sealants to comply with requirements in Division 07 Section 
"Joint Sealants." 
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C. Soldered Joints:  Clean surfaces to be soldered, removing oils and foreign matter.  Pretin 
edges of sheets to be soldered to a width of 1-1/2 inches(38 mm), except where pretinned 
surface would show in finished Work. 

1. Do not solder metallic-coated steel and aluminum sheet. 
2. Do not use torches for soldering.  Heat surfaces to receive solder and flow solder into 

joint.  Fill joint completely.  Completely remove flux and spatter from exposed surfaces. 

D. Provide expansion cleats in roof panels that exceed 30 feet(9.1 m) in length. 

E. Aluminum Roofing:  Rivet joints in uncoated aluminum where necessary for strength. 

F. Standing-Seam Roofing:  Attach standing-seam metal pans to substrate with cleats, double-
nailed at 12 inches(305 mm) o.c.  Install pans reaching from eave to ridge before moving to 
adjacent pans.  Lock each pan to pan below with transverse seam.  Before pans are locked, 
apply continuous bead of sealant to top flange of lower pan.  Crimp standing seams by 
folding over twice so cleat and pan edges are completely engaged. 

1. Loose-lock pans at eave edges to continuous cleats and flanges on back edges of 
gutters. 

2. Fold over seams after crimping at ridges and hips or match existing conditions. 

3.5 ON-SITE, ROLL-FORMED SHEET METAL ROOFING INSTALLATION 

A. General:  Install on-site, roll-formed sheet metal roofing to comply with sheet metal roofing 
manufacturer's written instructions for UL wind-uplift class indicated.  Provide sheet metal 
roofing of full length from eave to ridge unless otherwise restricted by shipping limitations. 

B. Standing-Seam Sheet Metal Roofing:  Fasten sheet metal roofing to supports with concealed 
clips at each standing-seam joint at location, spacing, and with fasteners recommended by 
manufacturer. 

1. Install clips to supports with self-tapping fasteners. 
2. Before panels are joined, apply continuous bead of sealant to top flange of lower panel. 
3. Snap Joint:  Nest standing seams and fasten together by interlocking and completely 

engaging field-applied sealant. 
4. Seamed Joint:  Crimp standing seams with manufacturer-approved motorized seamer 

tool so cleat, sheet metal roofing, and field-applied sealant are completely engaged. 

3.6 ACCESSORY INSTALLATION 

A. General:  Install accessories with positive anchorage to building and weathertight mounting 
and provide for thermal expansion.  Coordinate installation with flashings and other 
components. 

1. Install components required for a complete sheet metal roofing assembly including 
trim, copings, ridge closures, seam covers, flashings, sealants, gaskets, fillers, closure 
strips, and similar items. 

2. Comply with performance requirements, manufacturer's written installation instructions, 
and SMACNA's "Architectural Sheet Metal Manual." Provide concealed fasteners 
where possible, and set units true to line and level as indicated.  Install work with laps, 
joints, and seams that will be permanently watertight and weather resistant. 
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3. Provide elbows at base of downspout to direct water away from building. 
4. Tie downspouts to underground drainage system indicated. 

3.7 CLEANING AND PROTECTION 

A. Remove temporary protective coverings and strippable films, if any, as sheet metal roofing is 
installed.  On completion of sheet metal roofing installation, clean finished surfaces, including 
removing unused fasteners, metal filings, pop rivet stems, and pieces of flashing.  Maintain in 
a clean condition during construction. 

 

 
END OF SECTION 076100 

 

City of Fort Lauderdale Bid 662-9465

Apr 24, 2006 4:39:39 PM EDT p. 117



City of Fort Lauderdale Bid 662-9465

Apr 24, 2006 4:39:39 PM EDT p. 118



City of Fort Lauderdale Bid 662-9465

Apr 24, 2006 4:39:39 PM EDT p. 119



City of Fort Lauderdale Bid 662-9465

Apr 24, 2006 4:39:39 PM EDT p. 120



City of Fort Lauderdale Bid 662-9465

Apr 24, 2006 4:39:39 PM EDT p. 121



City of Fort Lauderdale Bid 662-9465

Apr 24, 2006 4:39:39 PM EDT p. 122



City of Fort Lauderdale Bid 662-9465

Apr 24, 2006 4:39:39 PM EDT p. 123



QUESTIONNAIRE SHEET
INVITATION TO BID 662-9465

 
PLEASE PRINT OR TYPE:
 
Firm Name:
 
President:
 
Business Address:
 
Telephone: Fax:
 
What was the last project of this nature which you completed?

 
The following are named as three corporations and representatives from those corporations for which you have 
performed work and which the City may contact as your references (include addresses and telephone numbers):

 
The following is given as a summary of the Financial Statement of the firm.  List assets and liabilities; supplement 
by attaching copy of Financial Statement.

 
How many years has your organization been in business? 
 
Have you ever failed to complete work awarded to you; if so, where and why?

 
The name of the qualifying agent for the firm and his position is: 
 
Certificate of Competency Number of Qualifying Agent:  
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Effective Date:  Expiration Date: 
 
Licensed in:
(County/State)
 
Engineering Contractor's License # 
 
Expiration Date:  
 
NOTE:  A Broward County Engineering Contractor's License and/or the appropriate license issued by 
the State of Florida is required for working within public rights-of-way.  Contractor must have proper 
licensing prior to submitting bid and must submit evidence of same with bid.
 
 

P-4
 
Rev.11/15/00
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INVITATION TO BID 662-9465

 
 
 
1. You shall personally inspect the proposed work and have a complete plan for its 

performance. Should you have comments, please state below.

 
2.  Will you sublet any part of this work?  If so, list the portions or specialties of the work 

that you will.
 

a)
 
b)
 
c)
 
d)
 
e)
 
f)
 
g)

 
3.  What equipment do you own that is available for the work?

 
 
4.  What equipment will you purchase for the proposed work?

 
 
5.  What equipment will you rent for the proposed work?
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CITY OF FORT LAUDERDALE
PUBLIC WORKS DEPARTMENT

(ENGINEERING AND ARCHITECTURAL SERVICES)
 
MINORITY BUSINESS ENTERPRISE (MBE) - WOMEN BUSINESS ENTERPRISE (WBE)
 

PRIME CONTRACTOR IDENTIFICATION FORM
 
In order to assist us in identifying the status of those companies doing business with the 
City of Fort Lauderdale, this form must be completed and returned with your bid package.
 
Name of Firm:  
 
Address of Firm:  
 
Telephone Number:  
 
Name of Person Completing Form:

 
 
Title:
 
Signature:  
 
Date:  
 
City Project Number:  
 
Project Description: 

 
Please check the item(s) which properly identify the status of your firm:
 

 Our firm is not a MBE or WBE.
 

Our firm is a MBE, as at least 51 percent is owned and operated by one or more socially and 
economically disadvantaged individuals.

 
American Indian  Asian  Black  Hispanic 

 
Our firm is a WBE, as at least 51 percent is owned and operated by one or more 

women.
 

gfedc

gfedc

gfedc gfedc gfedc gfedc

gfedc
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American Indian  Asian  Black  
Hispanic  White
 

MBE-1
Rev.12/12/95

 
INVITATION TO BID 662-9465
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MBE/WBE CONTRACTOR INFORMATION
 
 
The City, in a continuing effort, is encouraging the increased participation of minority and women-
owned businesses in Public Works Department  (Engineering and Architectural Services) related 
contracts.  Along those lines, we are requiring that each firm provide documentation detailing their 
own programs for utilizing minority and women-owned businesses.
 
Your firm should submit this information as a part of this bid package and refer to the 
checklist, to ensure that all areas of concern are covered.  The low responsive bidder will 
be contacted to schedule a meeting to discuss these objectives.  It is our intention to 
proceed as quickly as possible with this project, so your cooperation in this matter is 
appreciated.
 

CONTRACTOR CHECKLIST
 
 

List Previous City Contracts
 
 

Number of Employees in your firm
 --Percent (%) Women
 --Percent (%) Minorities
 --Job Classifications of Women and Minorities

 
 

Use of minority and/or women subcontractors on past projects.
 
 

Nature of the work subcontracted to minority and/or women-owned firms.
 
 

How are subcontractors notified of available opportunities with your firm?
 
 

Anticipated amount to be subcontracted on this project.
 
 

Anticipated amount to be subcontracted to minority and/or women-owned businesses on this 
project.

 
 

MBE-2
 
Rev.12/12/95

gfedc

gfedc

gfedc

gfedc

gfedc

gfedc

gfedc

City of Fort Lauderdale Bid 662-9465

Apr 24, 2006 4:39:39 PM EDT p. 130



NON-COLLUSION STATEMENT:
 
By signing this offer, the vendor/contractor certifies that this offer is made independently and free from collusion.
Vendor shall disclose below, to their best knowledge, any City of Fort Lauderdale, FL officer or employee, or any
relative of any such officer or employee as defined in Section 112.3135 (1) (c), Fla. Stat. (1989), who is an officer 
or director of, or has a material interest in, the vendor's business, who is in a position to influence this 
procurement. Any City of Fort Lauderdale, FL officer or employee who has any input into the writing of 
specifications or requirements, solicitation of offers, decision to award, evaluation of offers, or any other activity 
pertinent to this procurement is presumed, for purposes hereof, to be in a position to influence this procurement. 
For purposes hereof, a person has a material interest if they directly or indirectly own more than 5 percent of the 
total assets or capital stock of any business entity, or if they otherwise stand to personally gain if the contract is 
awarded to this vendor.

 
In accordance with City of Fort Lauderdale, FL Policy and Standards Manual, 6.10.8.3, 

 
 
Failure of a vendor to disclose any relationship described herein shall be reason for debarment 
in accordance with the provisions of the City Procurement Code.
 
 

 
 
 
In the event the vendor does not indicate any names, the City shall interpret this to mean that the vendor 
has indicated that no such relationships exist.

 
3.3. City employees may not contract with the City through any corporation or business entity in 
which they hold a controlling financial interest (ownership of five (5) percent or more), unless in 
their City duties they are not involved in: 

 3.3.1 The award of the contract, or 
 3.3.2 Determining contract provisions, or 
 3.3.3 The enforcement of the contract. 

 

NAME RELATIONSHIPS
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BID TENDER
PROJECT 16059-B

INVITATION TO BID 662-9465
STEEP SLOPE RE-ROOFING AND REPAIR PROJECTS (RE_BID)

 
 
TO THE COMMISSION OF THE CITY OF

 FORT LAUDERDALE, FLORIDA
 
Gentlemen:
 
The undersigned bidder proposes to furnish all labor, tools, material and supplies, and to sustain all 
the expense incurred in doing the work set forth below that may be awarded the undersigned by the 
City of Fort Lauderdale, Florida, through its proper officers, and to do the same strictly in accordance 
with the plans and contract documents on file in the Office of the City Engineer of Fort Lauderdale, 
which are referred to below and made a part hereof, at the following unit prices, to-wit:
 
The following unit prices are associated with roofing, re-roofing and roof repair components.  The City 
may choose different contractors for various complete low slope re-roofing or roofing repair projects.  
To be considered for these projects, please be comprehensive in filling out the items involved below.  
All items are based on a complete 4-ply SBS modified bitumen system (granular cap sheet).  All 
installations shall meet all State of Florida requirements and Miami-Dade Notice of Acceptance (NOA) 
for high velocity.  Please also refer to the typical Detail Drawings sections of this package.  
 
Three (3) levels of work scope are indicated for most of the Proposal items.  Small repair jobs from 0 
to 500 square feet (S.F.), medium size roofing jobs 501 to 10,000 S.F., and large roofing jobs over 
10,001 S.F.  An approximate quantity is also provided and the "unit price" and total blanks to be 
completed by Bidder.  All proposal line items shall include maintenance, insurance, overhead, and 
other fixed costs.  
 
Please complete the following: 
 
 
Base bid shall include:
 
ROOF MANUFACTURER’S NAME:  
 
ROOF BRAND NAME:  
 
INSULATION MANUFACTURER’S NAME:  
 
INSULATION NAME:  
 
ROOFING SYSTEM WARRANTY & PERIOD:  
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PROPOSAL (Continued)  PROJECT 16059-B

INVITATION TO BID 662-9465
 
 
 

(TOTAL WRITTEN DOLLAR AMOUNT)
 
 
The Bid quantities are based on a portion of the total quantities of the listed items contained in the 
projects.  There is no guarantee that the successful Bidder (s) will be authorized for the full amount of 
this Bid.  The successful Bidder (s) will be issued a Work Order (s) with specific quantities with the 
value of the Work Order determined by the unit prices contained in this Proposal.
 
The Bid shall remain valid for a period of 90 days from the date of bid opening.  Selection shall be 
based on the Bid amount, which is approximately 25% of the total anticipated work.  The unit prices of 
the successful Bidder will remain in effect for the term of the contract as stated on the Notice to 
Contractors page (NTC-1), as well as agreed to contract extension, and will form the basis for Work 
Orders costs.
 
The City reserves the right to accept or reject any or all bids, part of bids, and to waive minor 
irregularities or variations to specifications contained in bids, and minor irregularities in the bidding 
process. The City reserves the right to make an award to the responsive and responsible bidder or 
bidders whose product or service meets the terms, conditions, and specifications of the bid and whose 
bid (s) is considered to best serve the City’s interest.
 
Permit fee will be reimbursed to the Contractor.  For payment purposes, receipt must accompany 
invoice to the City.
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PROPOSAL (Continued)  PROJECT 16059-B
INVITATION TO BID 662-9465

 
The work described below includes all the necessary removal of materials attendant upon the 
construction of the work complete in place, and the disposal of all excess material and the final 
cleaning up of the work.
 
State the true, exact, correct and complete name of the partnership, corporation, or trade name under 
which you do business, and the address of the place of business (Post Office Box is inappropriate).  IF 
A CORPORATION, state the name of the President, Secretary and Resident Agent.  IF A 
PARTNERSHIP, state the names of all partners.  IF A TRADE NAME, state the names of the 
individuals who do business under the trade name.  If the firm is a foreign corporation (i.e., non-
Florida), it must be authorized to do business in the State of Florida by the Florida Secretary of State.  
PLEASE PRINT OR TYPE.
 
Firm Name: 
 
Address: 
 

  
 
Telephone: Fax:  

(Name)  (Title)  

 (Name)   (Title)  

 (Name)   (Title)  
 
(Attach additional sheets, if necessary).
 
The undersigned bidder acknowledges that he may be required to furnish additional information as 
deemed necessary by the Office of the City Engineer, Public Works Department (Engineering and 
Architectural Services), to update their records should he be awarded the work described below.
 
The undersigned bidder affirms that he has or will obtain all equipment necessary to complete the 
work described, that he has or will obtain all required permits and licenses from the appropriate 
agencies, and that his firm is authorized to do business in the State of Florida.
 
The undersigned bidder has not divulged to, discussed, or compared this bid with other bidders, and 
has not colluded with any other bidder or parties to a bid whatsoever.  Further, the undersigned 
guarantees the truth and accuracy of all statements and answers contained in this proposal.
 
Please Note: If responding to this solicitation through RFP Depot, the electronic version of the bid 
response will prevail, unless a paper version is clearly marked by the bidder in some manner to 
indicate that it will supplant the electronic version.
 
CONTRACTOR, IF FOREIGN CORPORATION, SHALL BE REQUIRED TO OBTAIN A 
CERTIFICATE OF AUTHORITY FROM THE DEPARTMENT OF STATE, IN ACCORDANCE WITH 
FLORIDA STATUE §607.1501 (visit http://www.dos.state.fl.us/doc/)

P-2
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PROPOSAL (Continued)  PROJECT 16059-B

INVITATION TO BID 662-9465
 
The undersigned bidder proposes to begin work within the time specified in the General Conditions 
after notice has been given by the City Engineer and to complete the work within N/A working days 
from the date of such notice.
 
The undersigned acknowledges receipt of the Addenda listed below (if applicable) and further 
acknowledges that the provisions of each Addendum have been included in the preparation for this 
Bid.
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Date Received Addendum No. Date Received

 

 

 

 
  BY:
(Witness - Print or Type Name)  (Signature)  (Seal)
 
 
 
  TITLE: President ( ) Vice-President ( )gfedc gfedc

(Witness – Print or type Name)
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